Appendix C
Asbestos Laboratory Reports



MICRO ANALYTICAL LABORATORIES, INC.

BULK ASBESTOS ANALYSIS - PLM (EPA/600/R-93/116, 1993)

1081
Chris Corpuz / Gary Bayne

La Croix Davis, LLC
3685 Mt. Diablo Boulevard, Ste 210
Lafayette, CA 94549

SAMPLE IDENTIFICATION

PROJECT:

DGS/SBE
ASBESTOS SURVEY OF THE FIRST FLOOR
FORMER LOCATION OF SAFEWAY STORES
JOB NO. 2372.03-572

ASBESTOS INFORMATION
QUANTITY (AREA %) / TYPES / LAYERS / DISTINCT SAMPLES

Micro Log In

Page 10of5

133491

Total Samples 24
Date Sampled 12/22/2009

Date Received 12/24/2009
Date Analyzed 12/24/2009

DOMINANT
OTHER MATERIALS

Client;| GB122209-01

Micro: 133491-01 Analyst: GR

WALLBOARD AND JOINT COMPOUND CAFETERIA -
EAST WALL ABOVE CEILING TIiLE - ROOM 150

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED
TAPE: NONE DETECTED

25 % CELLULOSE
5 % FIBROUS GLASS

Matrix  MIXED CARBONATE -
Type:  GYPSUM

Client;| GB122209-02

Micro: 133491-02 Analyst: GR

2 X 4 CEILING TILES CAFETERIA - EAST WALL -
ABOVE VENDING MACHING - ROOM 150

NONE DETECTED

45 % CELLULOSE
20 % FIBROUS GLASS

Matrix - SYNTHETIC MATERIAL
Type:  GLASS FRAGMENTS

Client:] GB122209-03

Micro: 133491-03 Analyst: GR

SKIMCOAT ABOVE CEILING - CAFETWERIA - 18’
SOUTH OF EXPRESSO BAR - ROOM 150

NONE DETECTED

Matrix  CARBONATE
TYpe!  SYNTHETIC MATERIAL

Client;| GB122209-04

Micro: 133491-04 Analyst: GR

SHEET FLOORING - PINK - SOUTHWEST CORNER OH
EXPRESSO BAR - EXISTING DAMAGE - CAFETERIA |
ROOM 150

SHEET FLOORING: NONE DETECTED
BACKING: NONE DETECTED

20 % SYNTHETIC FIBERS
Matrix - SYNTHETIC MATERIAL
Type:

C!ient:{ GB122209-05

Micro: 133491-05 Analyst: GR

COVING SOUTHWEST CORNER OF EXPRESSO BAR A
EXISTING DAMAGE - CAFETERIA - ROOM 150 AND
MASTIC - BROWN

COVING: NONE DETECTED
MASTIC: NONE DETECTED
COMPOUND: NONE DETECTED

Matrix  CARBONATE
Type:  SYNTHETIC MATERIAL

Technical Supervisor: U

/
N 2./ 28,/ 2009

#7~. Gamini Ranatunga, Ph.D.

v

Date Reported

Asbestos is quantified by calibrated visual estimation. Detection limit is material dependent. Detection of asbestos traces (much less than 1%) may not be reliable
or reproducible by PLM. Weight % cannot be determined by PLM. Asbestos with diameter below ~1 um may not be detected by PLM. Absence of asbestos in dust,
debris, and some compact materials, including floor tiles, cannot be conclusively established by PLM, and should be confirmed by Transmission Electron
Microscopy (TEM). The lower quantitation limit (reporting limit) of PLM estimation is 1%. The Cal-OSHA definition of asbestos-containing construction material is
0.1% asbestos; however, reliable determination of asbestos percent at this level cannot be done by PLM estimation:; PLM Point Counting or TEM is recommended.
Only dominant non-asbestos materials are indicated. Interferences may prevent detection of small asbestos fibers, and hinder determination of some optical
properties. Sample heterogeneity is indicated by listing more than one distinct layer or material on the report. Layers are analyzed separately when feasible; if
asbestos is detected, percentages are reported for individual layers. Interlayer contamination is possible among any layers in a sample. Composite asbestos
percentages are applicable only to wallboard / joint compound systems; compositing is based on customers' descriptions of material as "joint compound".
Customers are solely responsible for identification and description of bulk materials listed on field forms. Laboratory descriptions may differ from those given by
customers, Quality Control (QC): all resuits have been determined to be within acceptance limits prior to reporting. Samples that were reanalyzed are denoted by
two sets of analyst initials. Accreditation: NIST / NVLAP (Lab Code 101872-0). CA ELAP Certification #1037, EPA 1993 method is based on EPA Interim Method
(1982), with improved analytical techniques. Unless otherwise stated herein, all samples were received in acceptable condition for analysis. This report must not be
used to claim product endorsement by NIST or any U.S. Government agency. This report shall not be reproduced without the approval of Micro Analytical
Laboratories, Inc., shall not be reproduced except in full, and pertains only 1o the samples analyzed. ND = NO ASBESTOS DETECTED.

5900 HOLLIS STREET, SUITE M - EMERYVILLE, CA 94608 - (510) 653-0824




MICRO ANALYTICAL LABORATORIES, INC.

BULK ASBESTOS ANALYSIS - PLM (EPA/600/R-93/116, 1993)

1081
Chris Corpuz / Gary Bayne

La Croix Davis, LLC
3685 Mt. Diablo Boulevard, Ste 210
Lafayette, CA 94549

SAMPLE IDENTIFICATION

PROJECT:

DGS /SBE
ASBESTOS SURVEY OF THE FIRST FLOOR
FORMER LOCATION OF SAFEWAY STORES
JOB NO. 2372.03-572

ASBESTOS INFORMATION
QUANTITY (AREA %) / TYPES / LAYERS / DISTINCT SAMPLES

Page 20of5

MicroLogin 133491
Total Samples 24 k
Date Sampled 12/22/2009
Date Received 12/24/2009
Date Analyzed 12/24/2009

DOMINANT
OTHER MATERIALS

Client;| GB122209-06

Micro: 133491-06 Analyst: GR

2 X 4 CEILING TILE - EAST KITCHEN - CORRIDOR -
WHITE

CEILING TILE: NONE DETECTED
COATING (White): NONE DETECTED

40 % CELLULOSE
20 % FIBROUS GLASS

Matrix - SYNTHETIC MATERIAL
TyPe:  GLASS FRAGMENTS

Client:| GB122209-07

Micro: 133491-07 Analyst: GR

WALLBOARD AND JOINT COMPOUND - ABOVE
CEILING - EAST KITCHEN CORRIDOR

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED
TAPE: NONE DETECTED

35 % CELLULOSE

Matrix  MIXED CARBONATE -
Type:  GYPSUM

Client:} GB122209-08

Micro: 133491-08 Analyst: GR

2 X 4 CEILING TILE - GRAY - EAST KITCHEN
CORRIDOR

CEILING TILE: NONE DETECTED
PAINT: NONE DETECTED

45 % CELLULOSE
20 % FIBROUS GLASS

Matrix - GLASS FRAGMENTS
Type:

Client:; GB122209-09

Micro: 133491-09 Analyst: GR

COVING - GRAY AND MASTIC - EAST KITCHEN -
CORRIDOR AT DOOR TO CORRIDOR 158

COVING: NONE DETECTED
MASTIC: NONE DETECTED

Matrix  CARBONATE
Type:  QYNTHETIC MATERIAL

Client:| GB122209-10

Micro: 133491-10 Analyst: GR

CERAMIC FLOOR TILE GROUT - SOUTHEAST
CORNER OF SERVARY - ROOM 151

NONE DETECTED

5% CELLULOSE

Matrix  CARBONATE
Type:

Technical Supervisor:

/2

Aprrree™ T 2/ 28/ 2009

Gamini Ranatunga, Ph.D.

Date Reported

Asbestos is quantified by calibrated visual estimation. Detection limit is material dependent. Detection of asbestos traces (much less than 1%) may not be refiable
or reproducible by PLM. Weight % cannot be determined by PLM. Asbestos with diameter below ~1 um may not be detected by PLM. Absence of asbestos in dust,
debris, and some compact materials, including floor tiles, cannot be conclusively established by PLM, and should be contirmed by Transmission Electron
Microscopy (TEM). The lower guantitation limit (reporting limity of PLM estimation is 1%. The Cal-OSHA definition of ashestos-containing construction material is
0.1% asbestos; however, reliable determination of asbestos percent at this level cannot be done by PLM estimation; PLM Point Counting or TEM is recommended,
Only dominant non-asbestos materials are indicated. interferences may prevent detection of small asbestos fibers, and hinder determination of some optical
properties. Sample heterogeneity is indicated by listing more than one distinct layer or material on the report, Layers are analyzed separately when feasible; if
asbestos is detected, percentages are reported for individual layers. interlayer contamination is possible among any layers in a sample. Composite asbestos
percentages are applicable only to wallboard / joint compound systems; compositing is based on customers' descriptions of material as "joint compound".
Customers are solely responsible for identification and description of bulk materials listed on field forms. Laboratory descriptions may differ from those given by
customers. Quality Control (QC): all results have been determined to be within acceptance limits prior to reporting. Samples that were reanalyzed are denoted by
two sets of analyst initials. Accreditation: NIST / NVLAP (Lab Code 101872-0). CA ELAP Certification #1037. EPA 1993 method is based on EPA Interim Method
(1982), with improved analytical techniques. Unless otherwise stated herein, all samples were received in acceptable condition for analysis. This report must not be
used to claim product endorsement by NIST or any U.S. Government agency. This report shall not be reproduced without the approval of Micro Analytical
Laboratories, Inc., shall not be reproduced except in full, and pertains only to the samples analyzed. ND = NO ASBESTOS DETECTED.

5900 HOLLIS STREET, SUITE M - EMERYVILLE, CA 94608 - (510) 653-0824



MICRO ANALYTICAL LABORATORIES, INC. Page 3 of 5
BULK ASBESTOS ANALYSIS - PLM (EPA/600/R-93/116, 1993)
PROJECT: MicroLogin 133491
Chris Corpuz / Gary Bayne DGS / SBE .

Total Samples 24

La Croix Davis, LLC
3685 Mt. Diablo Boulevard, Ste 210
Lafayette, CA 94549

SAMPLE IDENTIFICATION

ASBESTOS SURVEY OF THE FIRST FLOOR
FORMER LOCATION OF SAFEWAY STORES
JOB NO. 2372.03-572

ASBESTOS INFORMATION
QUANTITY (AREA %) / TYPES / LAYERS / DISTINCT SAMPLES

Date Sampled 12/22/2009
Date Received 12/24/2009
Date Analyzed 12/24/2009

DOMINANT
OTHER MATERIALS

Client:i GB122209-11

Micro: 133491-11 Analyst: GR FPR

CERAMIC FLOOR TILE - 7 3/4 X 7 3/4 - GRAY
SOUTHEAST CORNER SERVERY - ROOM 151

NONE DETECTED

3 % CELLULOSE

Matrix - SYNTHETIC MATERIAL
Type:  GLAY

Client:[ GB122209-12

Micro: 133491-12 Analyst: GR

WALLBOARD AND JOINT COMPOUND - SOUTHEAST
CORNER OF SERVERY ABOVE CEILING - ROOM 151

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED
TAPE: NONE DETECTED

10 % CELLULOSE

Matrix  pmiXED CARBONATE -
Type:  GYPSUM

Client:| GB122209-13

Micro: 133491-13A Analyst: GR

KITCHEN SHEET FLLOOR COVERING - GRAY - NORTH
ENTRY FROM SERVERY - ROOM 153
(LAB NOTE: TOP GRAY SHEET FLOORING)

SHEET FLOORING: NONE DETECTED
MASTIC: NONE DETECTED
COMPOUND: NONE DETECTED

Matrix - CARBONATE
TYPe:  SYNTHETIC MATERIAL

Client:| GB122209-13

Micro: 133491-13B Analyst: GR

KITCHEN SHEET FLOOR COVERING - GRAY - NORTH|
ENTRY FROM SERVERY - ROOM 153
(LAB NOTE: BOTTOM WHITE SHEET FLOORING)

SHEET FLOORING: NONE DETECTED
MASTIC / BACKING: NONE DETECTED

10 % CELLULOSE

3 % MISC. FIBERS

Matrix - CARBONATE .
Type:  SYNTHETIC MATERIAL

Client:} GB122209-14

Micro: 133491-14 Analyst: GR  FPR

KITCHEN SHEET FLOOR COVERING - GRAY - NORTH
ENTRY FROM SERVERY - ROOM 154

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED
TAPE: NONE DETECTED

25 % CELLULOSE
2 % FIBROUS GLASS

Matrix - MIXED CARBONATE -
Type:  GYPSUM

Technical Supervisor:%

o /

/S
o 12/28/2009

‘ 5 S~ Gamirli Ranatunga, Ph.D.

Date Reported

Asbestos is quantified by calibrated visual estimation. Detection limit is material dependent. Detection of asbestos traces (much less than 1%) may not be reliable
or reproducible by PLM. Weight % cannot be determined by PLM. Asbestos with diameter below ~1 um may not be detected by PLM. Absence of asbestos in dust,
debris, and some compact materials, including floor tiles, cannot be conclusively established by PLM, and should be confirmed by Transmission Electron
Microscopy (TEM). The lower guantitation limit (reporting limit) of PLM estimation is 1%. The Cal-OSHA definition of asbestos-containing construction material is
0.1% asbestos; however, reliabie determination of asbestos percent at this level cannot be done by PLM estimation; PLM Point Counting or TEM is recommended.
Only dominant non-ashestos materials are indicated. Interferences may prevent detection of small asbestos fibers, and hinder determination of some optical
properties. Sample heterogeneity is indicated by listing more than one distinct layer or material on the report. Layers are analyzed separately when feasible; if
asbestos is detected, percentages are reported for individual layers. Interiayer contamination is possible among any layers in a sample. Composite asbestos
percentages are applicable only to wallboard / joint compound systems; compositing is based on customers' descriptions of material as "joint compound".
Customers are solely responsible for identification and description of bulk materials listed on field forms. Laboratory descriptions may differ from those given by
customers. Quality Control (QC): all resuits have been determined to be within acceptance limits prior to reporting. Samples that were reanalyzed are denoted by
two sets of analyst initials. Accreditation: NIST / NVLAP (Lab Code 101872-0). CA ELAP Certification #1037. EPA 1993 method is based on EPA Interim Method
(1982), with improved analytical techniques. Unless otherwise stated herein, all samples were received in acceptable condition for analysis. This report must not be
used to claim product endorsement by NIST or any U.S. Government agency. This report shall not be reproduced without the approval of Micro Analytical
Laboratories, Inc., shall not be reproduced except in full, and pertains only to the samples analyzed. ND = NO ASBESTOS DETECTED.

5900 HOLLIS STREET, SUITE M - EMERYVILLE, CA 94608 - (510) 653-0824



MICRO ANALYTICAL LABORATORIES, INC. Page 4 of§

BULK ASBESTOS ANALYSIS - PLM (EPA/600/R-93/116, 1993)

1081 PROJECT:

Chris Corpuz / Gary Bayne DGS/SBE

La Croix Davis, LLC ASBESTOS SURVEY OF THE FIRST FLOOR
3685 Mt. Diablo Boulevard, Ste 210 FORMER LOCATION OF SAFEWAY STORES
Lafayette, CA 94549 JOB NO. 2372.03-572

ASBESTOS INFORMATION
SAMPLE IDENTIFICATION QUANTITY (AREA %) / TYPES / LAYERS / DISTINCT SAMPLES

Micro Login 133491 '

Total Samples 24

Date Sampled 12/22/2009
Date Received 12/24/2009
Date Analyzed 12/24/2009

DOMINANT
OTHER MATERIALS

Client: GB122209-15
Micro: 133491-15 Analyst: GR TILE: NONE DETECTED

FLOOR TILE - 12 X 12 BROWN TEXTURED MASTIC: NONE DETECTED
CORRIDOR - 158 - DOOR TO 157 WITH MASTIC

2% CELLULOSE

2 % SYNTHETIC FIBERS

Matrix  CARBONATE
Type:  SYNTHETIC MATERIAL

Client:i GB122209-16
Micro: 133491-16 Analyst GR TILE: NONE DETECTED

FLOOR TILE 12 X 12 - WHITE MUFFLED WITH MASTIC/ DIRT: NONE DETECTED
MASTIC - CORRIDOR 158 AT WEST EXTERIOR DOOR

3 % CELLULOSE

5% SYNTHETIC FIBERS

Matrix  CARBONATE .
Type:  SYNTHETIC MATERIAL

Client:) GB122209-17
Micro: 133491-17 Analyst: GR COVING: NONE DETECTED

FLOOR COVING GRAY WITH MASTIC - CORRIDOR | MASTIC: NONE DETECTED
158 AT WEST EXTERIOR DOOR

3 % CELLULOSE

2 % SYNTHETIC FIBERS

Matrix  CARBONATE
Typer  SYNTHETIC MATERIAL

Client:| GB122209-18

Micro: 133491-18 Analyst: GR NONE DETECTED
TILE GROUT - DAYCARE - ROOM 174

10 % CELLULOSE

3 % MISC. FIBERS

Matrix  CARBONATE
Type:  ROCK FRAGMENTS

cnem:L GB122209-19

Micro: 133491-19 Analyst GR WALLBOARD: NONE DETECTED
WALLBOARD AND JOINT COMPOUND ABOVE JOINT COMPOUND: NONE DETECTED
CEILING - SOUTH WALL - ROOM 174 FIRE WALL TAPE: NONE DETECTED

20 % CELLULOSE
2% FIBROUS GLASS

Matrix - MIXED CARBONATE -
Type:  GYPSUM

Technical Supervisor:

Asbestos is quantified by calibrated visual estimation. Detectith limit is material dependent. Detection of asbestos traces (much less than 1%) may not be reliable
or reproducible by PLM. Weight % cannot be determined by PLM. Asbestos with diameter below ~1 wn may not be detected by PLM. Absence of asbestos in dust,
debris, and some compact materials, including floor tiles, cannot be conclusively established by PLM, and should be contirmed by Transmission Electron
Microscopy (TEM). The lower quantitation limit (reporting limit) of PLM estimation is 1%. The Cal-OSHA definition of asbestos-containing construction material is
0.1% asbestos; however, reliable determination of asbestos percent at this level cannot be done by PLM estimation; PLM Point Counting or TEM is recommended.
Only dominant non-asbestos materials are indicated. Interferences may prevent detection of small asbestos fibers, and hinder determination of some optical
properties. Sample heterogeneity is indicated by listing more than one distinct layer or material on the report. Layers are analyzed separately when feasible; if
asbestos is detected, percentages are reported for individual layers. Interlayer contamination is possible among any layers in a sample. Composite asbestos
percentages are applicable only to wallboard / joint compound systems; compositing is based on customers' descriptions of material as “joint compound"”,
Customers are solely responsible for identification and description of bulk materials listed on field forms. Laboratory descriptions may ditfer from those given by
customers. Quality Control (QC): all results have been determined to be within acceptance limits prior to reporting. Samples that were reanalyzed are denoted by
two sets of analyst initials. Accreditation: NIST / NVLAP (Lab Code 101872-0). CA ELAP Certification #1037. EPA 1993 method is based on EPA Interim Method
(1982), with improved analytical techniques. Unless otherwise stated herein, all samples were received in acceptable condition for analysis. This report must not be
used to claim product endorsement by NIST or any U.S. Government agency. This report shall not be reproduced without the approval of Micro Analytical
Laboratories, Inc., shall not be reproduced except in full, and pertains only to the samples analyzed. ND = NO ASBESTOS DETECTED.

5900 HOLLIS STREET, SUITE M - EMERYVILLE, CA 94608 - (510) 653-0824




MICRO ANALYTICAL LABORATORIES, INC.

Page 50f5
BULK ASBESTOS ANALYSIS - PLM (EPA/600/R-93/116, 1993)
1081 PROJECT: MicroLogin 133491 -
Chris Corpuz / Gary Bayne DGS / SBE

La Croix Davis, LLC
3685 Mt. Diablo Boulevard, Ste 210
Lafayette, CA 94549

SAMPLE IDENTIFICATION

ASBESTOS SURVEY OF THE FIRST FLOOR
FORMER LOCATION OF SAFEWAY STORES
JOB NO. 2372.03-572

ASBESTOS INFORMATION
QUANTITY (AREA %) / TYPES / LAYERS / DISTINCT SAMPLES

Total Samples 24

12/22/2009
12/24/2009
12/24/2009

Date Sampled
Date Received

Date Analyzed

DOMINANT
OTHER MATERIALS

Chent:t GB122209-20 : 40 % CELLULOSE
Micro: 133491-20 Analyst: GR CEILING TILE: NONE DETECTED 20 % FIBROUS GLASS
CEILING TILE 2 X 4 - WHITE SOUTH WALL RoOM 174| COATING (White): NONE DETECTED
Matrix  SYNTHETIC MATERIAL
TYPe:  GLASS FRAGMENTS
Client;| GB122209-21
Micro: 133491-21 Analyst: GR COVING: NONE DETECTED
COVING BLACK - THRESHOLD BETWEEN ROOM 174| MASTIC: NONE DETECTED
AND 176 NORTH COMPOUND: NONE DETECTED Malrix  CARBONATE
Typel  SYNTHETIC MATERIAL
Client:! GB122209-22
Micro: 133491-22 Analyst: GR TILE (White): NONE DETECTED
12 X 12 FLOOR TILE - WHITE - MUFFLED STREAKS | MASTIC (Tan): NONE DETECTED
THRESHOLD BETWEEN ROOMS 174 AND 176 Matrix  CARBONATE
Type'  SYNTHETIC MATERIAL
Client:; GB122209-23 20 % CELLULOSE
Micro: 133491-23 Analyst: GR WALLBOARD: NONE DETECTED
WALLBOARD AND JOINT COMPOUND WITH JOINT COMPOUND: NONE DETECTED .
SKIMCOAT - CORRIDOR AT ENTRY TO 176 TAPE: NONE DETECTED. Matrix  MIXED GARBONATE -
Type:  GYPSUM

p ,// /
e /
/,z‘/‘ /

f’ft
Technical Supervisor: g %M%/ZS/ZOW
. Samini Ranatunga, Ph.D. Date Reported

Asbestos is quantified by calibrated visual estimation. Detection limit is material dependent. Detection of asbestos traces (much less than 1%) may not be relfable
or reproducible by PLM. Weight % cannot be determined by PLM. Asbestos with diameter below ~1 um may not be detected by PLM. Absence of asbestos in dust,
debris, and some compact materials, including fioor tiles, cannot be conclusively established by PLM, and should be confirmed by Transmission Electron
Microscopy (TEM). The lower quantitation limit (reporting limit) of PLM estimation is 1%. The Cal-OSHA definition of asbestos-containing construction material is
0.1% asbestos; however, reliable determination of asbestos percent at this level cannot be done by PLM estimation; PLM Point Counting or TEM is recommended.
Only dominant non-asbestos materials are indicated. Interferences may prevent detection of small asbestos fibers, and hinder determination of some optical
properties. Sample heterogeneity Is indicated by listing more than one distinct layer or material on the report. Layers are analyzed separately when feasible; if
asbestos is detected, percentages are reported for individual layers. Interlayer contamination is possible among any layers in a sample. Compaosite asbestos
percentages are applicable only to wallboard / joint compound systems; compositing is based on customers' descriptions of material as "joint compound".
Customers are solely responsible for identification and description of bulk materials listed on field forms. Laboratory descriptions may differ from those given by
customers. Quality Control (QC): all results have been determined to be within acceptance limits prior to reporting. Samples that were reanalyzed are denoted by
two sets of analyst initials. Accreditation: NIST / NVLAP (Lab Code 101872-0). CA ELAP Certification #1037. EPA 1993 method is based on EPA Interim Method
(1982), with improved analytical techniques. Unless otherwise stated herein, all samples were received in acceptable condition for analysis. This report must not be
used to claim product endorsement by NIST or any U.S. Government agency. This report shall not be reproduced without the approval of Micro Analytical
Laboratories, Inc., shall not be reproduced except in full, and pertains only to the samples analyzed. ND = NO ASBESTOS DETECTED.

5900 HOLLIS STREET, SUITE M - EMERYVILLE, CA 94608 - (510) 653-0824



Client ID # MICRO ANALYTICAL LABORATORIES, INC.

Name / Client / Address: 5900 Hollis St., Suite M, Emeryvilie, CA 94608
(510) 663-0824 - (510) 653-1361 - FAX

Chris Corpuz / Gary Bayne
. Asbestos
LaCroix Davis LLC Project (TEM)
. . A /Q ’
3685 Mt. Diablo Blvd. Suite 210 DGS /SBE sbestos L
Lafayette, Ca 94549 Asbestos Survey of the fist floor,  Leadonl
former location of Safeway Metals
7 (Specify)
Stores
Tel. (925) 299-1140
Mold, Non-Viable
Fax (925)299-1185 Job No. 2372.03-572
Other
E-mail ccorpuz@lacroixdavis.com {Specify)
gbayne41@yahoo.com
Number of Samples Turn-Around Time
23 S
Time Sampled
Micro ID # Date Start / Stop / Average Total Filter
(For Lab Use Only)  Client Sample ID# Description Sampled Total Minutes LPM Liters Pore Size
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Iinstructions / Comments: ! [ Fax I Il E-mail To:

sample Retum YES E ]NO [ IIf "YES" is checked, samples will be returned to the client or archived at Micro Analvtical if required.

f" cked, solid samples be dlsposed 0; 1thm three months (one week for liquid samples, Iab suspensions, and digestates).
/y‘Q LT
samplePOSigaature / Name ’ Note to Laly: If any samples are not acceptable, record reasons for rejection.
%gy{’ /Z Dby W / 7 B g Drop Box / Courier T\/\f\ \ - 1—(‘ 0”\ (i X\{
Relmqmshedﬂf Date / Time D__J Received By i Date / Time

Relinguished By Date/Time @LDJ Received By Date / Time
res [ ]



Client ID # MICRO ANALYTICAL LABORATORIES, INC.

Name / Client / Address: 5900 Hollis St., Suite M, Emeryville, CA 94608
: (510) 653-0824 - (510) 653-1361 - FAX

Chris Corpuz / Gary Bayne

: Asbestos
LaCroix Davis LLC Project (TEM)
Asbest
3685 Mt. Diablo Blvd. Suite 210 DGS/SBE soestos L/ 7k
Lafayette, Ca 94549 Asbestos Survey of the fistfioor,  Lead Only
former location of Safeway Metals
’ (Specify)
Stores
Tel. (925)299-1140
Mold, Non-Viable
Fax (925)299-1185 Job No. 2372.03-572
Other
E-mail coorpuz@lacroixdavis.com (Specify)
gbayned1@yahoo.com
Number of Samples Turn-Around Time
z3 AT
Time Sampled
Micro ID # Date Start / Stop / Average Total Filter
(For Lab Use Only)  Client Sample ID# Deseription Sampled Total Minutes LPM Liters Pore Size
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Instructions / Comments: l l Fax ! ﬂ E-mail To:
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Client ID # MICRO ANALYTICAL LABORATORIES, INC.

Name / Client / Address: 59800 Hollis St., Suite M, Emeryville, CA 94608
(510) 653-0824 - (510) 653-1361 - FAX

Chris Corpuz / Gary Bayne

. Asbestos
LaCroix Davis LL.C Project (TEM)
Asbest g
3685 Mt, Diablo Bivd. Suite 210 DGS/SBE seestos /7 Y
Lafayette, Ca 94549 Asbestos Survey of the-fistfloor,  -e2dOnl
former location of Safeway Wetals
‘ 7 {Specify)
Stores
Tel. (925) 209-1140
Mold, Non-Viable
Fax (925)299-1185 . JobNo. 2372.03-572
Other
E-mail ccorpuz@lacroixdavis.com (Specify)
gbayned41@yahoo.com
Number of Samples Turn-Around Time
3 FGH, .,
Time Sampled
Micro ID # Date Start / Stop / Average Total Filter
(For Lab Use Only)  Client Sample ID# Description Sampled Total Minutes LPM Liters Pore Size
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MICRO ANALYTICAL LABORATORIES, INC.

BULK ASBESTOS ANALYSIS - PLM (EPA/600/R-93/116, 1993)

1081 PROJECT:
Chris Corpuz / Gary Bayne DGS / SBE

La Croix Davis, LLC ASBESTOS SURVEY OF THE FIRST FLOOR
3685 Mit. Diablo Boulevard, Ste 210 FORMER LOCATION OF SAFEWAY STORES
Lafayette, CA 94549 JOB NO. 2372.03-572

Page 10of15

133492

Total Samples 73

Micro Log In

Date Sampled 12/23/2009
Date Received 12/24/2009
Date Analyzed 12/27/2009

SAMPLE IDENTIFICATION

ASBESTOS INFORMATION
QUANTITY (AREA %) / TYPES / LAYERS / DISTINCT SAMPLES

DOMINANT
OTHER MATERIALS

Client:) GB122309-01

Micro: 133492-01 Mulii-color - Analyst: Lz GR

WALLBOARD AND JOINT COMPOUND - ROOM 157
SOUTH WALL

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED
PAINT: NONE DETECTED

20 % CELLULOSE
3 % FIBROUS GLASS

Matrix  MIXED CARBONATE -
Type:  GYPSUM

Client:| GB122309-02

Micro: 133492-02 Muiti-color - Analyst: Lz

WALLBOARD AND JOINT COMPOUND - ROOM 157
WEST WALL

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED
PAINT: NONE DETECTED

20 % CELLULOSE
3 % FIBROUS GLASS

Matrix  MIXED CARBONATE -
Type:  GYPSUM

Client:! GB122309-03

Micro: 133492-03 Mutti-color - Analyst: Lz

WALLBOARD AND JOINT COMPOUND - ROOM 156
WEST WALL - SOUTH CORNER

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED
PAINT: NONE DETECTED

20 % CELLULOSE
3 % FIBROUS GLASS

Matrix - MIXED CARBONATE -
Type:  GYPSUM

Client:| GB122309-04

Micro: 133492-04 Mutticolor - Analyst: [z

WALLBOARD AND JOINT COMPOUND - ROOM 156
EAST WALL - SOUTH CORNER

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED
PAINT: NONE DETECTED

20 % CELLULOSE
3 % FIBROUS GLASS

Matrix . MIXED CARBONATE -
TyPe: GYPSUM

Client:} GB122309-05

Micro: 133492-05  Mutieoor Analyst: |z

WALLBOARD AND JOINT COMPOUND - R156
MEZZANINE

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED
PAINT: NONE DETECTED

20 % CELLULOSE
3 % FIBROUS GLASS

Matrix - MIXED CARBONATE -
Type:  GYPSUM

Technical Supervisor;/ﬂ‘{

st 2 [ 2. 8 / 2 009

Date Reported

’ é o Gamini lﬁanatunga, Ph.D.
Asbestos is quantified by calibrated visual estimation. Detection limit is material dependent. Detection of asbestos traces (much less than 1%) may not be reliable
or reproducible by PLM. Weight % cannot be determined by PLM. Asbestos with diameter below ~1 um may not be detected by PLM. Absence of asbestos in dust,
debris, and some compact materials, including floor tiles, cannot be conclusively established by PLM, and should be confirmed by Transmission Electron
Microscopy (TEM). The lower quantitation limit (reporting limit) of PLM estimation is 1%. The Cal-OSHA definition of asbestos-containing construction material is
0.1% asbestos; however, reliable determination of asbestos percent at this level cannot be done by PLM estimation; PLM Point Counting or TEM is recommended.
Only dominant non-asbestos materials are indicated. Interferences may prevent detection of small asbestos fibers, and hinder determination of some optical
properties. Sample heterogeneity is indicated by listing more than one distinct layer or material on the report. Layers are analyzed separately when feasibie; if
asbestos is detected, percentages are reported for individual layers. Interlayer contamination Is possible among any layers in a sample. Composite ashestos
percentages are applicable only to wallboard / joint compound systems; compositing is based on customers' descriptions of material as "joint compound".
Customers are solely responsible for identification and description of bulk materials listed on field forms. Laboratory descriptions may differ from those given by
customers. Quality Control (QC): all results have been determined to be within acceptance limits prior to reporting. Samples that were reanalyzed are denoted by
two sets of analyst initials. Accreditation: NIST / NVLAP (Lab Code 101872-0). CA ELAP Certification #1037. EPA 1993 method is based on EPA Interim Method
(1982), with improved analytical techniques. Unless otherwise stated herein, all samples were received in acceptable condition for analysis. This report must not be
used to claim product endorsement by NIST or any U.S. Government agency. This report shall not be reproduced without the approval of Micro Analytical
Laboratories, Inc., shall not be reproduced except in full, and pertains only to the samples analyzed. ND = NO ASBESTOS DETECTED.

5900 HOLLIS STREET, SUITE M - EMERYVILLE, CA 94608 - (510) 653-0824




MICRO ANALYTICAL LABORATORIES, INC. Page 2 of 15
BULK ASBESTOS ANALYSIS - PLM (EPA/600/R-93/116, 1993)
1081 PROJECT: MicroLogin 133492
Chris Corpuz / Gary Bayne DGS / SBE Total Samples 73
La Croix Davis, LLC ASBESTOS SURVEY OF THE FIRST FLOOR
3685 Mt. Diablo Boulevard, Ste 210 FORMER LOCATION OF SAFEWAY STORES Date Sampled 12/23/2009
fayette, 945 . .03-
Lafayette, CA 49 JOB NO. 2372.03-572 Date Received 12/24/2009
Date Analyzed 12/27/2009
ASBESTOS INFORMATION DOMINANT
SAMPLE IDENTIFICATION QUANTITY (AREA %) / TYPES / LAYERS / DISTINCT SAMPLES OTHER MATERIALS
Client:] GB122309-06
Micro: 133492-06 Mult-color - Analyst: |7 COVING: NONE DETECTED

COVING - ROOM 156 - MEZZANINE - LIGHT GRAY -
SOUTHEAST CORNER

MASTIC: NONE DETECTED

Matrix
Type:

CARBONATE
SYNTHETIC MATERIAL

Client:

Micro:

WALLBOARD AND JOINT COMPOUND - CORRIDOR -
TOWER SOUTH - SOUTHWEST CORNER

GB122309-07 20 % CELLULOSE

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED
PAINT: NONE DETECTED

TAPE: NONE DETECTED

133492-07  Municoor Analyst: |z

2 % FIBROUS GLASS

Matrix
Type:

MIXED CARBONATE -
GYPSUM

C|ient:[ GB122309-08

Micro:

10 % CELLULOSE

133492-08 Muti-color - Analyst: [ 7 COVING: NONE DETECTED

MASTIC: NONE DETECTED
JOINT COMPOUND: NONE DETECTED
TAPE: NONE DETECTED

COVING MASTIC - JOINT COMPOUND - CORRIDOR -
TOWER SOUTH CORNER OF DARK GRAY
CORRIDOR 132

Matrix - CARBONATE
Type:  SYNTHETIC MATERIAL

Client:i GB122309-09

Micro: 133492-09 Mutti-color - Analyst: |z

WALLBOARD AND JOINT COMPOUND - CORRIDOR -
TOWER SOUTH - CORNER OF CORRIDOR 132

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED

20 % CELLULOSE
2 % FIBROUS GLASS

Matrix
Type:

MIXED CARBONATE -
GYPSUM

cuem:i GB122309-10

Micro: 133492-10 Multi-color - Analyst: | 7
WALLBOARD AND JOINT COMPOUND - ROOM 134 -

JOINT COMPOUND: NONE DETECTED
PAINT: NONE DETECTED

20 % CELLULOSE

WEST WALL - ROLL UP DOOR JAMB

Matrix  CARBONATE
(NO WALLBOARD IN THE SAMPLE) Type:

U e 12/ 28/2009

Technical Supervisor: Y
# Date Reported

o Gamini”Ranatunga, Ph.D.

Asbestos is quantified by calibrated visual estimation. Detection limit is material dependent. Detection of asbestos traces (much less than 1%) may not be reliable
or reproducible by PLM. Weight % cannot be determined by PLM. Asbestos with diameter below ~1 um may not be detected by PLM. Absence of asbestos in dust,
debris, and some compact materials, including fioor tiles, cannot be conclusively established by PLM, and shouid be confirmed by Transmission Electron
Microscopy (TEM). The lower quantitation limit (reporting limit) of PLM estimation is 1%. The Cal-OSHA definition of ashestos-containing construction material is
0.1% asbestos; however, reliable determination of asbestos percent at this level cannot be done by PLM estimation; PLM Point Counting or TEM is recommended.
Only dominant non-asbestos materials are indicated. Interferences may prevent detection of small asbestos fibers, and hinder determination of some optical
properties. Sample heterogeneity is indicated by listing more than one distinct layer or material on the report. Layers are analyzed separately when feasible; if
ashestos is detected, percentages are reported for individual layers. Interlayer contamination is possible among any layers in a sample. Composite asbestos
percentages are applicable only to wallboard / joint compound systems; compositing is based on customers' descriptions of material as "joint compound".
Customers are solely responsible for identification and description of bulk materials listed on field forms. Laboratory descriptions may differ from those given by
customers. Quality Control (QC): all results have been determined to be within acceptance limits prior to reporting. Samples that were reanalyzed are denoted by
two sets of analyst initials. Accreditation: NIST / NVLAP (Lab Code 101872-0). CA ELAP Certification #1037. EPA 1993 method is based on EPA Interim Method
(1982), with improved analytical techniques. Unless otherwise stated herein, all samples were received in acceptable condition for analysis. This report must not be
used to claim product endorsement by NIST or any U.S. Government agency. This report shall not be reproduced without the approval of Micro Analytical
Laboratories, Inc., shail not be reproduced except in full, and pertains only to the samples analyzed. ND = NO ASBESTOS DETECTED.

5900 HOLLIS STREET, SUITE M - EMERYVILLE, CA 94608 - (510) 653-0824




MICRO ANALYTICAL LABORATORIES, INC.

BULK ASBESTOS ANALYSIS - PLM (EPA/600/R-93/116, 1993)

1081
Chris Corpuz / Gary Bayne
La Croix Davis, LLC

3685 Mt. Diablo Boulevard, Ste 210
Lafayette, CA 94549

PROJECT:

DGS/SBE
ASBESTOS SURVEY OF THE FIRST FLOOR
FORMER LOCATION OF SAFEWAY STORES
JOB NO, 2372.03-572

Page 3 of 15

Micro Log In

133492

Total Samples 73

Date Sampled 12/23/2009

Date Received 12/24/2009
Date Analyzed 12/27/2009
ASBESTOS INFORMATION DOMINANT
SAMPLE IDENTIFICATION QUANTITY (AREA %) / TYPES / LAYERS / DISTINCT SAMPLES OTHER MATERIALS
Client:| GB122309-11 20 % CELLULOSE

Micro: 133492-11 Multi-color - Analyst: | 7

WALLBOARD AND JOINT COMPOUND - ROOM 135 -
NORTH WALL BELOW WEST WINDOW

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED
PAINT: NONE DETECTED

2 % FIBROUS GLASS

Matrix - MIXED CARBONATE -

Type:  GYPSUM
Client:| GB122309-12
Micro: 133492-12  Mulicolr Analyst: Lz COVING: NONE DETECTED
COVING AND MASTIC - ROOM 135 - NORTH WALL | MASTIC: NONE DETECTED
BELOW WEST WINDOW - LIGHT GRAY COMPOUND: NONE DETECTED Matx CARBONATE
PAINT: NONE DETECTED Type:  SYNTHETIC MATERIAL

Client;] GB122309-13

Micro: 133492-13 Muiticolor - Analyst: Lz GR

WALLBOARD AND JOINT COMPOUND - ROOM 135 -
EAST WALL - UNDER SOUTH WINDOW

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED
PAINT: NONE DETECTED

20 % CELLULOSE
2% FIBROUS GLASS

Matrix
Type:

MIXED CARBONATE -
GYPSUM

Client:| GB122309-14

Micro: 133492-14 Gray  Analyst: {7
2 X 4 CEILING TILE - ROOM 135 - SOUTH WALL

CEILING TILE: NONE DETECTED
COATING (WHITE): NONE DETECTED

40 % CELLULOSE

Matrix  GLASS FRAGMENTS
Type:

Client:| GB122309-15

Micro: 133492-15 Mutti-color - Analyst: | 7

WALLBOARD AND JOINT COMPOUND - ROOM 137
ABOVE CEILING - SOUTHWEST CORNER

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED
TAPE: NONE DETECTED

20 % CELLULOSE
2 % FIBROUS GLASS

Matrix
Type:

MIXED CARBONATE -
GYPSUM

12/28/2009
Date Reported

‘/‘/wj
Technical Supervisor: [V~
A Gamini Rarfatunga, Ph.D.

Asbestos is quantified by calibrated visual estimation. Detection limit is material dependent. Detection of asbestos traces (much less than 1%) may not be reliable
or reproducible by PLM. Weight % cannot be determined by PLM. Asbestos with diameter below ~1 um may not be detected by PLM. Absence of asbestos in dust,
debris, and some compact materials, including fioor tiles, cannot be conclusively established by PLM, and should be confirmed by Transmission Electron
Microscopy (TEM). The lower quantitation limit (reporting limit) of PLM estimation is 1%. The Cal-OSHA definition of asbestos-containing construction material is
0.1% asbestos; however, reliable determination of asbestos percent at this level cannot be done by PLM estimation; PLM Point Counting or TEM is recommended.
Only dominant non-ashestos materials are indicated. Interferences may prevent detection of small asbestos fibers, and hinder determination of some opticai
properties. Sample heterogeneity is indicated by listing more than one distinct layer or material on the report. Layers are analyzed separately when feasible; if
asbestos is detected, percentages are reported for individual layers. Interlayer contamination is possible among any layers in a sample. Composite asbestos
percentages are applicable only to wallboard / joint compound systems; compositing is based on customers' descriptions of material as "joint compound”,
Customers are solely responsible tor identification and description of bulk materials listed on field forms. Laboratory descriptions may differ from those given by
customers. Quality Control (QC): all results have been determined to be within acceptance limits prior to reporting. Samples that were reanalyzed are denoted by
two sets of analyst initials. Accreditation: NIST / NVLAP (Lab Code 101872-0). CA ELAP Certification #1037. EPA 1993 method is based on EPA Interim Method
(1982), with improved analytical technigues. Unless otherwise stated herein, all samples were received in acceptable condition for analysis. This report must not be
used to claim product endorsement by NIST or any U.S. Government agency. This report shall not be reproduced without the approval of Micro Analytical
Laboratories, Inc., shall not be reproduced except in full, and pertains only to the samples analyzed. ND = NO ASBESTOS DETECTED.

5900 HOLLIS STREET, SUITE M - EMERYVILLE, CA 94608 - (510} 653-0824



MICRO ANALYTICAL LABORATORIES, INC.

BULK ASBESTOS ANALYSIS - PLM (EPA/600/R-93/116, 1993)

1081
Chris Corpuz / Gary Bayne

La Croix Davis, LLC
3685 Mt. Diablo Boulevard, Ste 210
Lafayette, CA 94549

SAMPLE IDENTIFICATION

PROJECT:

DGS/SBE
ASBESTOS SURVEY OF THE FIRST FLOOR
FORMER LOCATION OF SAFEWAY STORES
JOB NO. 2372.03-572

ASBESTOS INFORMATION
QUANTITY (AREA %) / TYPES / LAYERS / DISTINCT SAMPLES

Page 4 of 15

Micro Log In

133492

Total Samples 73

Date Sampled 12/23/2009
12/24/2009

12/27/2009

Date Received

Date Analyzed

DOMINANT
OTHER MATERIALS

Client:| GB122309-16

Micro: 133492-16 Multi-color - Analyst: | 7

WALLBOARD AND JOINT COMPOUND - ROOM 136 -
ABOVE CEILING CORNER OF VAULT 138

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED

20 % CELLULOSE
2 % FIBROUS GLASS

Matrix
Type:

MIXED CARBONATE -
GYPSUM

Client:E;B122309~1 7

Micro: 133492-17 Gray  Analyst: Lz

COVING AND MASTIC - ROOM 139 - SOUTHEAST
EXIT OF DOOR EAST

COVING: NONE DETECTED
MASTIC: NONE DETECTED
COMPOUND: NONE DETECTED

Matrix - CARBONATE
TyPe:  SYNTHETIC MATERIAL

Client:| GB122309-18

Micro: 133492-18 Multi-color - Analyst: |z

WALLBOARD AND JOINT COMPOUND - ROOM 139 -
SOUTHEAST EXIT OF DOOR EAST

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED
PAINT: NONE DETECTED

20 % CELLULOSE
2 % FIBROUS GLASS

Matrix MIXED CARBONATE -
Type:  GYPSUM

Client:] GB122309-19

Micro: 13349219 oo Analyst 2 FLOOR TILE: NONE DETECTED

FLOOR TILE AND MASTIC (12 X 12 GRAY MOTTLED) | MASTIC: NONE DETECTED

ROOM 139 - SOUTHEAST EXIT EAST OF DOOR Matrix  GARBONATE
YRS SYNTHETIC MATERIAL

Client:| GB122309-20

Micro: 133492-20 Mutti-color - Analyst: | 7

WALLBOARD AND JOINT COMPOUND - ROOM 139 -
EAST WALL CENTER UNDER JUNCTION BOX

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED
PAINT: NONE DETECTED

TAPE: NONE DETECTED

20 % CELLULOSE
2 % FIBROUS GLASS

Matrix
Type:

MIXED CARBONATE -
GYPSUM

Technical Supervisor:

[ y

e 12/ 28/ 2009

Date Reported

ﬁn,Gamini Fflanatunga, Ph.D.

Asbestos is quantified by calibrated visual estimation. Detection limit is material dependent. Detection of asbestos traces (much less than 1%) may not be reliable
or reproducible by PLM. Weight % cannot be determined by PLM. Asbestos with diameter below ~1 um may not be detected by PLM. Absence of asbestos in dust,
-debris, and some compact materials, including floor tiles, cannot be conclusively established by PLM, and should be confirmed by Transmission Electron
Microscopy (TEM). The lower guantitation limit (reporting limit) of PLM estimation is 1%. The Cal-OSHA definition of asbestos-containing construction material is
0.1% asbestos; however, reliable determination of asbestos percent at this level cannot be done by PLM estimation; PLM Point Counting or TEM is recommended.
Only dominant non-asbestos materials are indicated. Interferences may prevent detection of small asbestos fibers, and hinder determination of some optical
properties. Sample heterogeneity is indicated by listing more than one distinct layer or material on the repont. Layers are analyzed separately when feasible; if
asbestos is detected, percentages are reported for individual layers. Interlayer contamination is possible among any layers in a sample. Composite asbestos
percentages are applicable only to wallboard / joint compound systems; compositing is based on customers' descriptions of material as "joint compound".
Customers are solely responsible for identification and description of bulk materials listed on field forms. Laboratory descriptions may differ from those given by

customers. Quality Control (QC): all results have been determined to be within acceptance limits prior to reporting. Samples that were reanalyzed are denoted by
two sets of analyst initials. Accreditation: NIST / NVLAP (Lab Code 101872-0). CA ELAP Certification #1037. EPA 1993 method is based on EPA Interim Method
(1982), with improved analytical techniques. Unless otherwise stated herein, all samples were received in acceptable condition for analysis. This report must not be
used to claim product endorsement by NIST or any U.S. Government agency. This report shall not be reproduced without the approval of Micro Analytical
Laboratories, Inc., shall not be reproduced except in full, and pertains only to the samples analyzed. ND = NO ASBESTOS DETECTED.

5900 HOLLIS STREET, SUITE M - EMERYVILLE, CA 94608 - (510) 653-0824



MICRO ANALYTICAL LABORATORIES, INC.

BULK ASBESTOS ANALYSIS - PLM (EPA/600/R-93/116, 1993)

1081
Chris Corpuz / Gary Bayne

La Croix Davis, LLC
3685 Mt. Diablo Boulevard, Ste 210
Lafayette, CA 94549

SAMPLE IDENTIFICATION

PROJECT:

DGS/ SBE
ASBESTOS SURVEY OF THE FIRST FLOOR
FORMER LOCATION OF SAFEWAY STORES
JOB NO. 2372.03-572

ASBESTOS INFORMATION
QUANTITY (AREA %) / TYPES / LAYERS / DISTINCT SAMPLES

Micro Log In

Page 5of 15

133492

Total Samples 73
Date Sampled 12/23/2009

Date Received 12/24/2009
Date Analyzed 12/27/2009

DOMINANT
OTHER MATERIALS

Client} GB122309-21

Micro: 1334952-21 Multi-color Analyst: LZ  GR

WALLBOARD AND JOINT COMPOUND - ROOM 139 -
WEST WALL UNDER SINK NEXT TO SHOWER

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED
PAINT: NONE DETECTED

TAPE: NONE DETECTED

20 % CELLULOSE
2 % FIBROUS GLASS

Matrix  MIXED CARBONATE -
Type:  GYPSUM

Client:} GB122309-22

Micro: 133492-22 White  Analyst: |z

TILE GROUT - ROOM 141 - MENS - FLOOR NEXT TO
TOWEL DISPENSER

NONE DETECTED

Matrix  CARBONATE
Type:  ROCK FRAGMENTS

Client| GB122309-23

Micro: 133492-23 Multi-color - Analyst: |z

WALLBOARD AND JOINT COMPOUND - ROOM 141 -
MENS ABOVE CEILING - EAST WALL

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED
PAINT: NONE DETECTED

TAPE: NONE DETECTED

20 % CELLULOSE
2 % FIBROUS GLASS

Matrix  MIXED CARBONATE -
Type:  GYPSUM

Client:| GB122309-24

Micro: 133402-24 white  Analyst: Lz

TILE GROUT - ROOM 142 - WOMENS FLOOR NEXT
TO TOWEL DISPENSER

NONE DETECTED

Matrix  CARBONATE
Type:  ROCK FRAGMENTS

Client:; GB122309-25

Micro: 133492-25

WALLBOARD AND JOINT COMPOUND - ROOM 142 -
WOMENS ABOVE CEILING - EAST WALL

Multi-color - Analyst: | 7

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED
TAPE: NONE DETECTED

20 % CELLULOSE
2 % FIBROUS GLASS

Matrix - MIXED CARBONATE -
Type:  GYPSUM

>

e
/‘/

Aot} 2/.2 8/ 2009

Date Reported

Technical Supervisor:

:bf\wGamini Ra‘ﬁatunga, Ph.D.

Asbestos Is quantified by calibrated visual estimation. Detection limit is material dependent. Detection of asbestos traces (much less than 1%) may not be refiable
or reproducible by PLM. Weight % cannot be determined by PLM. Asbestos with diameter below ~1 um may not be detected by PLM. Absence of asbestos in dust,
debris, and some compact materials, including floor tiles, cannot be conclusively established by PLM, and should be confirmed by Transmission Electron
Microscopy (TEM). The lower quantitation limit (reporting limit) of PLM estimation is 1%. The Cal-OSHA definition of asbestos-containing construction material is
0.1% asbestos; however, reliable determination of asbestos percent at this level cannot be done by PLM estimation; PLM Point Counting or TEM is recommended.
Only dominant non-asbestos materials are indicated. Interferences may prevent detection of small asbestos fibers, and hinder determination of some optical
properties. Sample heterogeneity is indicated by listing more than one distinct layer or material on the report. Layers are analyzed separately when feasible; if
asbestos is detected, percentages are reported for individual layers. Interlayer contamination is possible among any layers in a sample. Composite asbestos
percentages are applicable only to wallboard / joint compound systems; compositing is based on customers' descriptions of material as "joint compound”.
Customers are solely responsible for identification and description of bulk materials listed on field forms. Laboratory descriptions may differ from those given by
customers. Quality Control (QC): all results have been determined to be within acceptance limits prior to reporting. Samples that were reanalyzed are denoted by
two sets of analyst initials. Accreditation: NIST / NVLAP (Lab Code 101872-0). CA ELAP Certification #1037. EPA 1993 method is based on EPA Interim Method
(1982), with improved analytical techniques. Unless otherwise stated herein, all samples were received in acceptable condition for analysis. This report must not be
used to claim product endorsement by NIST or any U.S. Government agency. This report shall not be reproduced without the approval of Micro Analytical
Laboratories, Inc., shall not be reproduced except in full, and pertains only to the samples analyzed. ND = NO ASBESTOS DETECTED.

5900 HOLLIS STREET, SUITE M - EMERYVILLE, CA 94608 - (510) 653-0824



MICRO ANALYTICAL LABORATORIES, INC.

BULK ASBESTOS ANALYSIS - PLM (EPA/600/R-93/116, 1993)

1081
Chris Corpuz / Gary Bayne

La Croix Davis, LLC
3685 Mt. Diablo Boulevard, Ste 210
Lafayette, CA 94549

SAMPLE IDENTIFICATION

PROJECT:

DGS/SBE
ASBESTOS SURVEY OF THE FIRST FLOOR
FORMER LOCATION OF SAFEWAY STORES
JOB NO. 2372.03-572

ASBESTOS INFORMATION
QUANTITY (AREA %) / TYPES / LAYERS / DISTINCT SAMPLES

Page 6 of 15

Micro Log In

133492
Total Samples 73
12/23/2009
12/24/2009
12/27/2009

Date Sampled
Date Received

Date Analyzed

DOMINANT
OTHER MATERIALS

Client;, GB122309-26

Micro: 133492-26 Mutii-color - Analyst: | .z

WALLBOARD AND JOINT COMPOUND CORRIDOR
132 ABOVE CEILING - NORTH OF 139 - EAST WALL

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED

20 % CELLULOSE
2 % FIBROUS GLASS

Matrix
Type:

MIXED CARBONATE -
GYPSUM

Client:| GB122309-27

Micro: 133492-27 Muiticolor Analyst: | Z GR

COVING AND MASTIC - CORRIDOR 132 - NORTH OF
139

COVING: NONE DETECTED
MASTIC: NONE DETECTED
COMPOUND: NONE DETECTED

Matrix  CARBONATE
Type:  SYNTHETIC MATERIAL

Cnem:[ GB122309-28

Micro: 133492-28 Gray  Analyst: |7
2 X 4 CEILING TILE - CORRIDOR 132 - NORTH OF 139

CEILING TILE: NONE DETECTED
COATING (WHITE): NONE DETECTED

40 % CELLULOSE

Matrix - GLASS FRAGMENTS
Type:

CIient:LGB122309-29

Micro: 133492-29 Mutti-color - Analyst: Lz

WALLBOARD AND JOINT COMPOUND - ROOM 140 -
SQUTH WALL - EAST OF ENTRANCE 143

WALLBOARD: NONE DETECTED
PAINT: NONE DETECTED

(NO JOINT COMPOUND IN THE SAMPLE)

20 % CELLULOSE
2 % FIBROUS GLASS

Matrix
Type:

cnem:Lc;m 22309-30

Micro: 133492-30 Mutti-color - Analyst: |7

COVING AND MASTIC - ROOM 140 - SOUTH WALL -
EAST OF ENTRANCE TO ROOM 143

COVING: NONE DETECTED
MASTIC: NONE DETECTED
WALLBOARD: NONE DETECTED
PAINT: NONE DETECTED

10 % CELLULOSE

Mattix  GYPSUM
Type:  SYNTHETIC MATERIAL

e e 12, 28/ 2009

Date Reported

[ ,
: Gamini ﬁanatunga, Ph.D.

/
Asbestos is quantified by calibrated visual estimation. Detection limit is material dependent. Detection of asbestos fraces (much less than 1%) may not be reliable
or reproducible by PLM. Weight % cannot be determined by PLM. Asbestos with diameter below ~1 um may not be detected by PLM. Absence of asbestos in dust,
debris, and some compact materials, including floor tiles, cannot be conclusively established by PLM, and should be confirmed by Transmission Electron
Microscopy (TEM). The lower quantitation limit (reporting limit) of PLM estimation is 1%. The Cal-OSHA definition of asbestos-containing construction material is
0.1% asbestos; however, reliable determination of asbestos percen at this level cannot be done by PLM estimation; PLM Point Counting or TEM is recommended.
Only dominant non-ashestos materials are indicated. Interferences may prevent detection of small asbestos fibers, and hinder determination of some optical
properties. Sample heterogeneity is indicated by listing more than one distinct layer or material on the report. Layers are analyzed separately when feasible; if
asbestos is detected, percentages are reported for individual tayers. Interlayer contamination is possible among any layers in a sample. Composite ashestos
percentages are applicable only to wallboard / joint compound systems; compositing is based on customers' descriptions of materiat as "joint compound",
Customers are solely responsible for identification and description of bulk materials listed on field forms. Laboratory descriptions may ditfer from those given by
customers. Quality Controt (QC): alf results have been determined to be within acceptance limits prior to reporting. Samples that were reanalyzed are denoted by
two sets of analyst initials. Accreditation: NIST / NVLAP (Lab Code 101872-0). CA ELAP Certification #1037. EPA 1993 method is based on EPA Interim Method
(1982), with improved analytical techniques. Unless otherwise stated herein, all samples were received in acceptable condition for analysis. This report must not be
used to claim product endorsement by NIST or any U.S. Government agency. This report shall not be reproduced without the approval of Micro Analytical
Laboratories, Inc., shall not be reproduced except in full, and pertains only to the samples analyzed. ND = NO ASBESTOS DETECTED.

5900 HOLLIS STREET, SUITE M - EMERYVILLE, CA 94608 - (510) 653-0824



MICRO ANALYTICAL LABORATORIES, INC.

BULK ASBESTOS ANALYSIS - PLM (EPA/600/R-93/116, 1993)

1081
Chris Corpuz / Gary Bayne

L.a Croix Davis, LLC
3685 Mt. Diablo Boulevard, Ste 210
Lafayette, CA 94549

SAMPLE IDENTIFICATION

PROJECT:

DGS/SBE
ASBESTOS SURVEY OF THE FIRST FLOOR
FORMER LOCATION OF SAFEWAY STORES
JOB NO. 2372.03-572

ASBESTOS INFORMATION
QUANTITY (AREA %) / TYPES / LAYERS / DISTINCT SAMPLES

Page 70of 15

Micro Log In

133492

Total Samples 73

12/23/2009
12/24/2009
12/27/2009

Date Sampled
Date Received

Date Analyzed

DOMINANT
OTHER MATERIALS

Client:| GB122309-31

Micro: 133492-31 Analyst: L7

WALLBOARD AND JOINT COMPQUND - ROOM 140 -
CORNER OF RAISED AREA

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED
TAPE: NONE DETECTED

20 % CELLULOSE
2 % FIBROUS GLASS

Matrix  MIXED CARBONATE -

Type:  GYPSUM
cnent:{ GB122309-32
Micro: 133492.32 Analyst: Lz COVING: NONE DETECTED
COVING AND MASTIC - ROOM 140 CORNER OF MASTIC: NONE DETECTED
RAISED AREA COMPOUND: NONE DETECTED Matrix  CARBONATE
Type:  SYNTHETIC MATERIAL
ClientiLGm 22309-33 10 % CELLULOSE

Micro: 133492-33 Analyst: Lz

WALLBOARD AND JOINT COMPOUND - ROOM 140 -
CORNER NEXT TO EXTERIOR DOOR

JOINT COMPOUND: NONE DETECTED
TAPE / PAINT: NONE DETECTED
MASTIC: NONE DETECTED

(NO WALLBOARD IN THE SAMPLE)

Matrix - CARBONATE
Type:  SYNTHETIC MATERIAL

Client:} GB122309-34

Micro: 133492-34  wuticolor Analyst: L7

WALLBOARD - JOINT COMPOUND - ROOM 143 -
NORTH ENTRANCE TO ROOM 140 - EAST OF DOOR

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED
PAINT: NONE DETECTED

20 % CELLULOSE
2 % FIBROUS GLASS

Matrix
Type:

MIXED CARBONATE -
GYPSUM

Client:| GB122309-35

Micro: 133492-35  Muticoor Analyst: |7

COVING AND MASTIC - ROOM 143 - NORTH
ENTRANCE TO ROOM 140 - EAST OF DOOR

COVING: NONE DETECTED
MASTIC: NONE DETECTED
COMPOUND: NONE DETECTED

Matrix  CARBONATE
Type:  SYNTHETIC MATERIAL

Technical Supervisor:

Asbestos is quantified by calibrated visual estimation. Detecti

"12/28/2009

Gamini Ranatunga, Ph.D.

Date Reported

limit is material dependent. Detection of asbestos traces (much less than 1%) may not be reliable

or reproducible by PLM. Weight % cannot be determined by PLM. Asbestos with diameter below ~1 um may not be detected by PLM. Absence of asbestos in dust,
debris, and some compact materials, including floor tiles, cannot be conclusively established by PLM, and should be confirmed by Transmission Electron
Microscopy (TEM). The lower quantitation limit (reporting limit) of PLM estimation is 1%. The Cal-OSHA detinition of asbestos-containing construction material is
0.1% asbestos; however, reliable determination of asbestos percent at this level cannot be done by PLM estimation; PLM Point Counting or TEM is recommended.
Only dominant non-ashestos materials are indicated. Interferences may prevent detection of small asbestos fibers, and hinder determination of some optical
properties. Sample heterogeneity is indicated by listing more than one distinct layer or material on the report. Layers are analyzed separately when feasible; if
asbestos is detected, percentages are reported for individual layers. Interlayer contamination is possible among any layers in a sample. Composite asbestos
percentages are applicable only to wallboard / joint compound systems; compositing is based on customers' descriptions of material as "joint compound”.
Customers are solely responsible for identification and description of bulk materials listed on field forms. Laboratory descriptions may differ from those given by

customers. Quality Control (QC): all results have been determined to be within acceptance limits prior to reporting. Samples that were reanalyzed are denoted by
two sets of analyst initials. Accreditation: NIST / NVLAP (Lab Code 101872-0). CA ELAP Certification #1037. EPA 1993 method is based on EPA Interim Method
(1982), with improved analytical technigues. Unless otherwise stated herein, all samples were received in acceptable condition for analysis. This report must not be
used to claim product endorsement by NIST or any U.S. Government agency. This report shall not be reproduced without the approval of Micro Analytical
Laboratories, Inc., shall not be reproduced except in full, and pertains only to the samples analyzed. ND = NO ASBESTOS DETECTED.

5900 HOLLIS STREET, SUITE M - EMERYVILLE, CA 94608 - (510) 653-0824



MICRO ANALYTICAL LABORATORIES, INC.

BULK ASBESTOS ANALYSIS - PLM (EPA/600/R-93/116, 1993)

1081
Chris Corpuz / Gary Bayne

La Croix Davis, LLC
3685 Mt. Diablo Boulevard, Ste 210
Lafayette, CA 94549

SAMPLE IDENTIFICATION

PROJECT:

DGS/SBE
ASBESTOS SURVEY OF THE FIRST FLOOR
FORMER LOCATION OF SAFEWAY STORES
JOB NO. 2372.03-572

ASBESTOS INFORMATION
QUANTITY (AREA %) / TYPES / LAYERS / DISTINCT SAMPLES

Page 8 of 15

Micro Log In

133492
Total Samples 73
12/23/2009

12/24/2009
12/27/2009

Date Sampled
Date Received

Date Analyzed

DOMINANT
OTHER MATERIALS

Client:| GB122309-36

Micro: 133492-36 Gray  Analyst: L.z

2 X 4 CEILING TILE - ROOM 143 ABOVE DOOR TO
ROOM 140

CEILING TILE: NONE DETECTED
COATING (WHITE): NONE DETECTED

40 % CELLULOSE

Matrix  GLASS FRAGMENTS
Type:

Client:! GB122309-37

Micro: 133492-37 Mutti-color - Analyst: |z

WALLBOARD AND JOINT COMPOUND - ROOM 143 -
SOUTHEAST CORNER UNDER 2ND WINDOW FROM

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED
PAINT: NONE DETECTED

20 % CELLULOSE
2 % FIBROUS GLASS

Matrix  MIXED CARBONATE -
EAST WALL Type: GYPESDUM
Client:) GB122309-38 20 % CELLULOSE

Micro: 133492-38 Mutti-color - Analyst: |z

WALLBOARD AND JOINT COMPOUND - ROOM 143 -
CENTER OF SOUTH WALL

WALLBOARD: NONE DETECTED
PAINT: NONE DETECTED

(NO JOINT COMPOUND IN THE SAMPLE)

2 % FIBROUS GLASS

Matrix - GYPSUM
Type:

Client:! GB122309-39

Micro: 133492-39 Muti-color - Analyst: | 7

WALLBOARD AND JOINT COMPOUND - ROOM 134 -
SOUTH WALL UNDER 3RD WINDOW FROM WEST
WALL

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED
TAPE / PAINT: NONE DETECTED

Matrix
Type:

MIXED CARBONATE -
GYPSUM

Client:| GB122309-40

Micro: 133492-40 Gray  Analyst; Lz

TILE GROUT - NORTH FLOOR - ROOM ? - MENS
ROOM NEXT TO GARAGE ELEVATOR

NONE DETECTED

Matrix
Type:

CARBONATE
ROCK FRAGMENTS

Technical Supervisor: X

12/28/2009

Date Reported

! Gamini Ranatunga, Ph.D.

Asbestos is quantified by calibrated visual estimation. Detectiow limit is material dependent. Detection of asbestos traces (much less than 1%) may not be reliable
or reproducible by PLM. Weight % cannot be determined by PLM. Asbestos with diameter below ~1 um may not be detected by PLM. Absence of asbestos in dust,
debris, and some compact materials, including floor tiles, cannot be conclusively established by PLM, and should be confirmed by Transmission Electron
Microscopy (TEM). The lower quantitation limit (reporting limit) of PLM estimation is 1%. The Cal-OSHA definition of asbestos-containing construction material is
0.1% asbestos; however, reliable determination of asbestos percent at this level cannot be done by PLM estimation; PLM Point Counting or TEM is recommended.
Only dominant non-asbestos materials are indicated. Interferences may prevent detection of small asbestos fibers, and hinder determination of some optical
properties. Sample heterogeneity is indicated by listing more than one distinct layer or material on the report. Layers are analyzed separately when feasible; if
asbestos is detected, percentages are reported for individual layers. Interlayer contamination is possible among any layers in a sample. Composite asbestos
percentages are applicable only to wallboard / joint compound systems; compositing is based on customers' descriptions of material as "joint compound”.
Customers are solely responsible for identification and description of bulk materials listed on field forms. Laboratory descriptions may differ from those given by

customers. Quality Control (QC): all results have been determined to be within acceptance limits prior to reporting. Samples that were reanalyzed are denoted by
two sets of analyst initials. Accreditation: NIST / NVLAP (Lab Code 101872-0). CA ELAP Certification #1037. EPA 1993 method is based on EPA Interim Method
(1982), with improved analytical techniques. Uniess otherwise stated herein, all samples were received in acceptable condition for analysis. This report must not be
used to claim product endorsement by NIST or any U.S. Government agency. This report shall not be reproduced without the approval of Micro Analytical
Laboratories, Inc., shall not be reproduced except in full, and pertains only to the samples analyzed. ND = NO ASBESTOS DETECTED.

5900 HOLLIS STREET, SUITE M - EMERYVILLE, CA 94608 - (510) 653-0824



MICRO ANALYTICAL LABORATORIES, INC. Page 9 of 15

BULK ASBESTOS ANALYSIS - PLM (EPA/600/R-93/116, 1993)

1081
Chris Corpuz / Gary Bayne

La Croix Davis, LLC
3685 Mt. Diablo Boulevard, Ste 210
Lafayette, CA 94549

SAMPLE IDENTIFICATION

PROJECT:

DGS/SBE
ASBESTOS SURVEY OF THE FIRST FLOOR
FORMER LOCATION OF SAFEWAY STORES
JOB NO. 2372.03-572

ASBESTOS INFORMATION
QUANTITY (AREA %) / TYPES / LAYERS / DISTINCT SAMPLES

MicroLlogin 133492

Total Samples. 73
Date Sampled 12/23/2009

Date Received 12/24/2009
Date Analyzed 12/27/2009

DOMINANT
OTHER MATERIALS

Client: GB122309-41

Micro: 133492-41 Analyst: 1z

PLASTER NEXT TO GARAGE - FINISH COAT -
HALLWAY

BASE PLASTER: NONE DETECTED
FINISH COAT: NONE DETECTED
PAINT: NONE DETECTED

Matrix - CARBONATE
Type:  ROCK FRAGMENTS

Client:| GB122309-42

Micro: 133492-42 Analyst: |7

PLASTER - HALLWAY NEXT TO GARAGE BASE
COAT

NONE DETECTED

Matrix  CARBONATE
Type:  ROCK FRAGMENTS

Client| GB122309-43

Micro: 133492-43 Analyst: Lz

PLASTER - BASE AND FINISH COAT - JANITORS
CLOSET - HALLWAY NEXT TO GARAGE

BASE PLASTER: NONE DETECTED
FINISH COAT: NONE DETECTED
PAINT: NONE DETECTED

Matrix - CARBONATE
TyPe:  ROCK FRAGMENTS

Client) GB122309-44

Micro: 133492-44 Analyst: L.z

CERAMIC TILE AND GROUT - WOMENS ROOM -
HALLWAY NEXT TO GARAGE

CERAMIC TILE/ GROUT: NONE DETECTED

Matrix  CARBONATE
Type:  ROCK FRAGMENTS

Client] GB122309-45

Micro: 133402-45 Analyst: {7

COVING AND MASTIC - HALLWAY NEXT TO GARAGE|

- DARK GRAY

COVING: NONE DETECTED
MASTIC: NONE DETECTED

Matrix  GARBONATE
Type:  SYNTHETIC MATERIAL

/\""“““"""""""I”Z/ZB/ZOO9

Gamini Ranatunga, Ph.D. Date Reported

Technical Supervisor;

Asbestos is quantified by calibrated visual estimation. Detection limit is material dependent. Detection of asbestos traces (much less than 1%) may not be reliable
or reproducible by PLM. Weight % cannot be determined by PLM. Asbestos with diameter below ~1 um may not be detected by PLM. Absence of asbestos in dust,
debris, and some compact materials, including floor tiles, cannot be conclusively established by PLM, and should be contirmed by Transmission Electron
Microscopy (TEM). The lower quantitation limit (reporting limit) of PLM estimation is 1%. The Cal-OSHA definition of asbestos-containing construction material is
0.1% asbestos; however, reliable determination of asbestos percent at this level cannot be done by PLM estimation; PLM Point Counting or TEM is recommended.
Only dominant non-asbestos materials are indicated. Interferences may prevent detection ot small asbestos fibers, and hinder determination of some optical
properties. Sample heterogeneity is indicated by listing more than one distinct layer or material on the report. Layers are analyzed separately when feasible; it
asbestos is detected, percentages are reported for individual layers. Interlayer contamination is possible among any layers in a sample. Composite asbestos
percentages are applicable only to wallboard / joint compound systems; compositing is based on customers' descriptions of material as "joint compound”.
Customers are solely responsibie for identification and description of bulk materials listed on field forms. Laboratory descriptions may differ from those given by
customers. Quality Control (QC): all results have been determined to be within acceptance limits prior to reporting. Samples that were reanalyzed are denoted by
two sets of analyst initials. Accreditation: NIST / NVLAP (Lab Code 101872-0). CA ELAP Certification #1037. EPA 1993 method is based on EPA Interim Method
(1982), with improved analytical techniques. Unless otherwise stated herein, all samples were received in acceptable condition for analysis. This report must not be
used to claim product endorsement by NIST or any U.S. Government agency. This report shall not be reproduced without the approval of Micro Analytical
Laboratories, Inc., shall not be reproduced except in full, and pertains only to the samples analyzed, ND = NO ASBESTOS DETECTED.

5900 HOLLIS STREET, SUITE M - EMERYVILLE, CA 94608 - (510) 653-0824



MICRO ANALYTICAL LABORATORIES, INC. Page 10.0f 15

BULK ASBESTOS ANALYSIS - PLM (EPA/600/R-93/116, 1993)

1081
Chris Corpuz / Gary Bayne

La Croix Davis, LLC
3685 Mt. Diablo Boulevard, Ste 210
Lafayette, CA 94549

SAMPLE IDENTIFICATION

PROJECT:

DGS/SBE
ASBESTOS SURVEY OF THE FIRST FLOOR
FORMER LOCATION OF SAFEWAY STORES
JOB NO. 2372.03-572

ASBESTOS INFORMATION
QUANTITY (AREA %) / TYPES / LAYERS / DISTINCT SAMPLES

MicroLogIn 133492

Total Samples 73

Date Sampled 12/23/2009
Date Received 12/24/2009
Date Analyzed 12/27/2009

DOMINANT
OTHER MATERIALS

Client:| GB122309-46

Micro: 133492-46 Analyst Lz GR

COVING AND MASTIC - WOMENS ROOM ENTRY
HALLWAY NEXT TO GARAGE

COVING: NONE DETECTED
MASTIC (BROWN): NONE DETECTED

2 % CELLULOSE

2 % WOLLASTONITE

Matrix  CARBONATE
Type:  SYNTHETIC MATERIAL

Client| GB122309-47

Micro: 133492-47 Analyst: Lz GR

PLASTER - FINISH AND SKIM COAT ELEVATOR #3 -
NORTH WALL

FINISH PLASTER: NONE DETECTED
SKIM COAT: NONE DETECTED

Matrix  GYPSUM
Type:  ROCK FRAGMENTS

Client:] GB122309-48

Micro: 133492-48 Analyst: |z

PLASTER - FINISH AND SKIM COAT - PHONE ROOM
NEXT TO LOADING DOCK

FINISH PLASTER: NONE DETECTED
SKIM COAT: NONE DETECTED

Matrix  GYPSUM
Type:  ROCK FRAGMENTS

cnent:[ GB122309-49

Micro: 133492-49 Analyst: Lz

FLOOR TILE - 12 X 12 - GUARD SHACK 147 - GRAY
MOTTLED

FLOOR TILE: NONE DETECTED
MASTIC: NONE DETECTED

Matrix  CARBONATE
Type:  SYNTHETIC MATERIAL

Client:LGB1 22309-50

Micro: 133492-50 Analyst: Lz
COVING AND MASTIC - GUARD SHACK 147 - GRAY

COVING: NONE DETECTED
MASTIC: NONE DETECTED

Matrix  CARBONATE
Type:  SYNTHETIC MATERIAL

Technical Supervisor: / [

‘ j{)f@amini Rantunga, Ph.D. Date Reported
Asbestos is quantified by calibrated visual estimation. Detectio

2009

limit is material dependent. Detection of asbestos traces (much less than 1%) may not be reliable
or reproducible by PLM. Weight % cannot be determined by PLM. Asbestos with diameter below ~1 um may not be detected by PLM. Absence of asbestos in dust,
debris, and some compact materials, including fioor tiles, cannot be conclusively established by PLM, and should be confirmed by Transmission Electron
Microscopy (TEM). The lower quantitation limit (reporting limit) of PLM estimation is 1%. The Cal-OSHA definition of asbestos-containing construction material is
0.1% asbestos; however, reliable determination of asbestos percent at this level cannot be done by PLM estimation; PLM Point Counting or TEM is recommended.
Only dominant non-asbestos materials are indicated. Interferences may prevent detection of small asbestos fibers, and hinder determination of some optical
properties. Sample heterogeneity is indicated by listing more than one distinct layer or material on the report. Layers are analyzed separately when feasible; if
asbestos is detected, percentages are reported for individual layers. Interlayer contamination is possible among any layers in a sample. Composite asbestos
percentages are applicable only to wallboard / joint compound systems; compositing is based on customers' descriptions of material as "joint compound".
Customers are solely responsibie for identification and description of bulk materials listed on field forms. Laboratory descriptions may differ from those given by

customers. Quality Control (QC): all results have been determined to be within acceptance limits prior to reporting. Samples that were reanalyzed are denoted by
two sets of analyst initials. Accreditation: NIST / NVLAP (Lab Code 101872-0). CA ELAP Certification #1037. EPA 1993 method is based on EPA Interim Method
(1982), with improved analytical techniques. Unless otherwise stated herein, all samples were received in acceptable condition for analysis. This report must not be
used to claim product endorsement by NIST or any U.S. Government agency. This report shall not be reproduced without the approval of Micro Analytical
Laboratories, Inc., shall not be reproduced except in full, and pertains only to the samples analyzed. ND = NO ASBESTOS DETECTED.

5900 HOLLIS STREET, SUITE M - EMERYVILLE, CA 94608 - (510) 653-0824



MICRO ANALYTICAL LABORATORIES, INC.

BULK ASBESTOS ANALYSIS - PLM (EPA/600/R-93/116, 1993)

1081
Chris Corpuz / Gary Bayne
La Croix Davis, LLC

3685 Mt. Diablo Boulevard, Ste 210
Lafayette, CA 94549

PROJECT:

DGS/SBE
ASBESTOS SURVEY OF THE FIRST FLOOR
FORMER LOCATION OF SAFEWAY STORES
JOB NO. 2372.03-572

Micro Log In

Page 110f 15

133492

Total Samples 73

Date Sampled  12/23/2009

Date Received 12/24/2009
Date Analyzed 12/27/2009

SAMPLE IDENTIFICATION

ASBESTOS INFORMATION
QUANTITY (AREA %) / TYPES / LAYERS / DISTINCT SAMPLES

DOMINANT
OTHER MATERIALS

Client| GB122309-51

Micro: 133492-51 Analyst: |z

COVING AND MASTIC - ROOM 146 - NORTHWEST
CORNER

COVING: NONE DETECTED
MASTIC: NONE DETECTED

Matrix - CARBONATE .
Type:  SYNTHETIC MATERIAL

Client) GB122309-52

Micro: 133492-52 Analyst: Lz
WALLBAORD - ROOM 146 - NORTHWEST CORNER

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED
TAPE: NONE DETECTED

20 % CELLULOSE
2 % FIBROUS GLASS

Matrix - MIXED CARBONATE -
Type:  GYPSUM

Client:} GB122309-53

Micro: 133492-53 Analyst: |z

CEILING TILE -2 X 4 - ROOM 146 - NORTHWEST
CORNER

CEILING TILE: NONE DETECTED
COATING (WHITE): NONE DETECTED

40 % CELLULOSE

Matrix - GLASS FRAGMENTS
Type:

Client:} GB122309-54

Micro: 133492-54 Analyst: |.Z

CERAMIC TILE AND GROUT - ROOM 144 - WOMENS
FLOOR - EAST WALL CENTER

CERAMIC TILE/ GROUT: NONE DETECTED

40 % CELLULOSE

Matrix - CARBONATE
Type:  ROCK FRAGMENTS

Client:| GB122309-55

Micro: 133492-55 Analyst: (Z

CEILING TILE - 2 X 4 - ROOM 144 WOMENS
NORTHEAST CORNER

CEILING TILE: NONE DETECTED
COATING (WHITE): NONE DETECTED

40 % CELLULOSE

Matrix - GLASS FRAGMENTS
Type:

Technical Supervisor:

Asbestos is quantified by calibrated visual estimation. Detectio%‘v

/L——/“T 2/28/2009

Gamini Rg\natunga, Ph.D.

Date Reported

limit is material dependent. Detection of asbestos traces (much less than 1%) may not be reliable
or reproducible by PLM. Weight % cannot be determined by PLM. Asbestos with diameter below ~1 um may not be detected by PLM. Absence of asbestos in dust,
debris, and some compact materials, including floor tiles, cannot be conclusively established by PLM, and shoutd be confirmed by Transmission Electron
Microscopy (TEM). The lower quantitation limit (reporting limit) of PLM estimation is 1%. The Cal-OSHA definition of asbestos-containing construction material is
0.1% asbestos; however, reliable determination of asbestos percent at this level cannot be done by PLM estimation: PLM Point Counting or TEM is recommended.
Only dominant non-asbestos materials are indicated. Interferences may prevent detection of small asbestos fibers, and hinder determination of some optical
properties. Sample heterogeneity is indicated by listing more than one distinct layer or material on the report. Layers are analyzed separately when feasible; i
asbestos is detected, percentages are reported for individual layers. Interlayer contamination is possible among any layers in a sample. Composite asbestos
percentages are applicable only to wallboard / joint compound systems; compositing is based on customers' descriptions of material as “joint compound".
Customers are solely responsible for identification and description of bulk materials listed on field forms. Laboratory descriptions may differ from those given by

customers. Quality Control (QC): all results have been determined to be within acceptance limits prior to reporting. Samples that were reanalyzed are denoted by
two sets of analyst initials. Accreditation: NIST / NVLAP (Lab Code 101872-0). CA ELAP Certification #1037. EPA 1993 method is based on EPA Interim Method
(1982), with improved analytical techniques. Uniess otherwise stated herein, all samples were received in acceptable condition for analysis. This report must not be
used to claim product endorsement by NIST or any U.S. Government agency. This report shall not be reproduced without the approval of Micro Analytical
Laboratories, Inc., shall not be reproduced except in full, and pertains only to the samples analyzed. ND = NO ASBESTOS DETECTED.

5900 HOLLIS STREET, SUITE M - EMERYVILLE, CA 94608 - (510) 653-0824



MICRO ANALYTICAL LABORATORIES, INC.

BULK ASBESTOS ANALYSIS - PLM (EPA/600/R-93/116, 1993)

1081
Chris Corpuz / Gary Bayne

La Croix Davis, LLC
3685 Mt. Diablo Boulevard, Ste 210
Lafayette, CA 94549

SAMPLE IDENTIFICATION

PROJECT:

DGS / SBE
ASBESTOS SURVEY OF THE FIRST FLOOR
FORMER LOCATION OF SAFEWAY STORES
JOB NO. 2372.03-572

ASBESTOS INFORMATION
QUANTITY (AREA %) / TYPES / LAYERS / DISTINCT SAMPLES

Micro Log In
Total Samples

Date Sampled
Date Received

Date Analyzed

Page 120f 15

133492
73

12/23/2009
12/24/2009
12/27/2009

DOMINANT

OTHER MATERIALS

Client| GB122309-56

Micro: 133492-56 Analyst: L.z

WALLBOARD AND JOINT COMPOUND - ROOM 144 -
WOMENS - NORTHEAST CORNER

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED
TAPE: NONE DETECTED

Matrix
Type:

20 % CELLULOSE
2 % FIBROUS GLASS

MIXED CARBONATE -
GYPSUM

Client:| GB122309-57

Micro: 133492-57 Analyst: 1.z
CERAMIC TILE AND GROUT - ROOM 145 - MENS -

CERAMIC TILE/ GROUT: NONE DETECTED

NORTHWEST WALL CENTER Matrix  CARBONATE
Type:  ROCK FRAGMENTS
CMent:Lszzsos-sa 40 % CELLULOSE

Micro: 133492-58 Analyst: | 7

CEILING TILE -2 X 4 - ROOM 145 - MENS
NORTHWEST CORNER

CEILING TILE: NONE DETECTED
COATING (WHITE): NONE DETECTED

Matrix  GL ASS FRAGMENTS
Type:

Client:| GB122309-59

Micro: 133492-59 Analyst: | 7

WALLBOARD AND JOINT COMPOUND - ROOM 145 -
MENS NORTHWEST CORNER

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED
TAPE: NONE DETECTED

Type:

20 % CELLULOSE
2 % FIBROUS GLASS

Matrix - M)XED CARBONATE -
GYPSUM

Client| GB122309-60

Micro: 133492-60 Analyst: |7

WALLBOARD AND JOINT COMPOUND (OLD)
STORAGE ACROSS FROM ELECTRICAL BOX

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED
TAPE: NONE DETECTED

Type:

20 % CELLULOSE
2 % FIBROUS GLASS

Matrix  GYPSUM
SYNTHETIC MATERIAL

Technical Supervisor: / ZM/ZS/zoos

Date Reported

4 —\/gGamini/Ffénatunga, Ph.D.
I

Asbestos is quantified by calibrated visual estimation. Detection Iifit is material dependent. Detection of asbestos traces {much less than 1%) may not be reliable
or reproducible by PLM. Weight % cannot be determined by PLM. Asbestos with diameter below ~1 um may not be detected by PLM. Absence of asbestos in dust,
debris, and some compact materials, including floor tiles, cannot be conclusively established by PLM, and should be confirmed by Transmission Electron
Microscopy (TEM). The lower quantitation limit (reporting limity of PLM estimation is 1%. The Cal-OSHA definition of asbestos-containing construction material is
0.1% asbestos; however, reliable determination of asbestos percent at this level cannot be done by PLM estimation; PLM Point Counting or TEM is recommended.
Only dominant non-asbestos materials are indicated. Interferences may prevent detection of small asbestos fibers, and hinder determination of some optical
properties. Sample heterogeneity is indicated by listing more than one distinct layer or material on the report. Layers are analyzed separately when feasible; if
asbestos is detected, percentages are reported for individual layers. Interlayer contamination is possible among any layers in a sample. Composite asbestos
percentages are applicable only to wallboard / joint compound systems; compositing is based on customers' descriptions of material as "joint compound".
Customers are solely responsible for identification and description of bulk materials listed on fieid forms. Laboratory descriptions may differ from those given by
customers, Quality Control (QC): all results have been determined to be within acceptance limits prior to reporting. Samples that were reanalyzed are denoted by
two sets of analyst initials. Accreditation: NIST / NVLAP (Lab Code 101872-0). CA ELAP Certification #1037. EPA 1993 method is based on EPA Interim Method
(1982), with improved analytical techniques. Unless otherwise stated herein, all samples were received in acceplable condition for analysis. This report must not be
used to claim product endorsement by NIST or any U.S. Government agency. This report shall not be reproduced without the approval of Micro Analytical
Laboratories, Inc., shall not be reproduced except in full, and pertains only to the samples analyzed. ND = NO ASBESTOS DETECTED.

5900 HOLLIS STREET, SUITE M - EMERYVILLE, CA 94608 - (510) 653-0824




MICRO ANALYTICAL LABORATORIES, INC.

BULK ASBESTOS ANALYSIS - PLM (EPA/600/R-93/116, 1993)

1081
Chris Corpuz / Gary Bayne

La Croix Davis, LLC
3685 Mt. Diablo Boulevard, Ste 210
Lafayette, CA 94549

SAMPLE IDENTIFICATION

PROJECT:

DGS / SBE
ASBESTOS SURVEY OF THE FIRST FLOOR
FORMER LOCATION OF SAFEWAY STORES
JOB NO. 2372.03-572

ASBESTOS INFORMATION
QUANTITY (AREA %) / TYPES / LAYERS / DISTINCT SAMPLES

Micro Log In

Date Sampled

Page 13 of 15

133492

Total Samples 73

12/23/2009

Date Received 12/24/2009
Date Analyzed 12/27/2009

DOMINANT
OTHER MATERIALS

Client:| GB122309-61

Micro: 133492-61 Analyst: |7

WALLBOARD & JOINT COMPOUND (OLD)
STORAGE NEXT TO PHONE LINES

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED
TAPE: NONE DETECTED

20 % CELLULOSE
2 % FIBROUS GLASS

Matrix  GYPSUM
Type:  SYNTHETIC MATERIAL

Client:| GB122309-62

Micro: 133492-62 Analyst: Lz GR
FINE STOP, STORAGE - WEST WALL

NONE DETECTED

30 % CELLULOSE

Matrix - GYPSUM
Type!  SYNTHETIC MATERIAL

Client:| GB122309-63

Micro: 133492-63 Analyst: L.z
FINE STOP, STORAGE - WEST WALL

NONE DETECTED

30 % CELLULOSE

Matrix  GYPSUM
Type:  SYNTHETIC MATERIAL

Client:] GB122309-64

Micro: 133492-64 Analyst: L.z GR

WALLBOARD & JOINT COMPOUND AND TEXTURING
STORAGE EAST WALL CENTER

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED
TEXTURE: NONE DETECTED

TAPE/ PAINT: NONE DETECTED

20 % CELLULOSE
2% FIBROUS GLASS

Matrix  MIXED CARBONATE -
Type!  GYPSUM

Client:! GB122309-65

Micro: 133492-65 Analyst: Lz

WALLBOARD & JOINT COMPOUND AND TEXTURING
STORAGE EAST WALL SOUTH

WALLBOARD: NONE DETECTED
JOINT COMPOUND: NONE DETECTED

20 % CELLULOSE
2 % FIBROUS GLASS

TEXTURE: NONE DETECTED Matrix  MIXED CARBONATE -
TAPE/ PAINT: NONE DETECTED Type:  GYPSUM '

12/28/2009
Date Reported

Technical Supervisor:

gé\,\/Gamini Rgnatunga, Ph.D.

Asbestos is quantified by calibrated visual estimation. Detectior limit is material dependent. Detection of asbestos traces (much less than 1%) may not be reliable
or reproducible by PLM. Weight % cannot be determined by PLM. Asbestos with diameter below ~1 um may not be detected by PLM. Absence of asbestos in dust,
debris, and some compact materials, including floor tiles, cannot be conclusively established by PLM, and should be confirmed by Transmission Electron
Microscopy (TEM). The lower quantitation limit (reporting limit) of PLM estimation is 1%. The Cal-OSHA definition of asbestos-containing construction material is
0.1% asbestos; however, reliable determination of asbestos percent at this level cannot be done by PLM estimation; PLM Point Counting or TEM is recommended.
Only dominant non-asbestos materials are indicated. interferences may prevent detection of smalt asbestos fibers, and hinder determination of some optical
properties. Sample heterogeneity is indicated by listing more than one distinct layer or material on the report. Layers are analyzed separately when feasible; if
asbestos is detected, percentages are reported for individual layers. Interlayer contamination is possible among any layers in a sample. Composite asbestos
percentages are applicable only to wallboard / joint compound systems; compositing is based on customers' descriptions of material as "joint compound".
Customers are solely responsible for identification and description of bulk materials listed on field forms, Laboratory descriptions may differ from those given by
customers. Quality Control (QC): all results have been determined to be within acceptance limits prior to reporting, Samples that were reanalyzed are denoted by
two sets of analyst initials. Accreditation: NIST / NVLAP (Lab Code 101872-0). CA ELAP Certification #1037. EPA 1993 method is based on EPA Interim Method
(1982), with improved analytical techniques. Unless otherwise stated herein, all samples were received in acceptable condition for analysis. This report must not be
used to claim product endorsement by NIST or any U.S. Government agency. This report shalf not be reproduced without the approval of Micro Analytical
Laboratories, Inc., shall not be reproduced except in full, and pertains only to the samples analyzed. ND = NO ASBESTOS DETECTED.

5900 HOLLIS STREET, SUITE M - EMERYVILLE, CA 94608 - (510) 653-0824




Client ID # MICRO ANALYTICAL LABORATORIES, INC.

Name / Client / Address: 5900 Hollis St., Suite M, Emeryville, CA 94608
(510) 653-0824 - (510) 653-1361 - FAX

Chris Corpuz / Gary Bayne

. Asbestos
LaCroix Davis LLG Project (TEM)
. ) Ashest /J
3685 Mt, Diablo Blvd, Suite 210 DGS /SBE sbestos ‘4/[%
Lafayette, Ca 94549 Asbestos Survey of the fistfloor,  -eadOnly
former location of Safeway Metals
7 (Specify)
Stores
el. (925) 299-1140
Mold, Non-Viable
Fax (925)299-1185 Job No. 2372.03-572
Other
E-mail ccorpuz@lacroixdavis.com ) (Specify)
gbayned41@yahoo.com
Number of Samples Turn-Around Time
77 FB
Time Sampled
Micro ID # Date Start / Stop / Average Total Filter
(For Lab Use Only)  Client Sample ID# Descnptlon Sampled Total Minutes LPM Liters Pore Size
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o :ﬁ/zzjé)y ,@Zﬂ//f;z 245 ot
A Goar ‘g %/é 7 o 1% Gz : |

R G s
. LT % \/ww Mw jg ]
U 2 - 4 /57 5&,& a/ﬂ//@,,/ (okﬂ L
Lo Ot % -
P o ! s € \/J,W E2 el : l
R Zﬁg"/zzjﬂéy"@f/ﬂ/ﬁ'@ At Zp Tyt [
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4t)z250 /0

instructions / Comments: ' IFax ! “ E-mail To:

a ple Return YES E INO [ IIf "YES" is checked, samples will be returned to the client or archived at Micro Analytical if required.
If" ecked, solid samples ?;rb'e disposed of within three months (one week for liquid samples, lab suspensions, and digestates).
“Z

Pty A o2
Q 7 (_/ /

Samnpler ?Mure /Name . Note to Lab If any samples are nT accep ble record re‘aions ‘{o( rejection.
i mishisan

Relmqmsh d ate / Time Received By Date / Time

Relinquished By Date/Time ‘ D u D_J Received By Date / Time

Page Dof[]



Client ID #

MICRO ANALYTICAL LABORATORIES, INC.

5900 Hollis St., Suite M, Emeryville, CA 94608
(510) 653-0824 - (510) 653-1361 - FAX

Name / Client / Address:
Chris Corpuz / Gary Bayne

. Asbestos
LaCroix Davis | LG Project (TEM)
3685 Mt. Diablo Blvd. Suite 210 DGS / SBE Asbestos /d Z//V/
Lafayette, Ca 94549 Asbestos Survey of the fist-floor, 624 OnW
farmer location of Safewav Metals
’ (Specify)

Stores
Tel. (925)299-1140

Mold, Non-Viable

Fax  (925) 299-1185 Job No. 2372.03-572

Turn-Around Time

Y f

Other
E-mail ccorpuz@lacroixdavis.com (Specify)
gbayne41@yahoo.com
Number of Sampies
73
Time Sampled

Micro ID # Date Start / Stop / Average
(For Lab Use Only)  Client Sample ID# Description Sampled Total Minutes LPM

Total Filter
Liters Pore Size
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] FPax [ ] E-mail To:

Instructions / Comments:

sample Return: YES E . | NO E . ]If "YES" is checked, samples will be returned to the client or archived at Micro Analytical if required.

If "N/O? checlgd, solid samples ma%ba disposed of within three months (one week for liquid samples, lab suspensions, and digestates).
Sz Lt AL (an) Beadlf
;ampley Signa / Name o Note to Lab: If’ W are not gceeptable, record reasons for rejection.
) . - . 10 8N
/f o227 /Z - _Zb/,y% 4}9/@ Drop BOX./ Courier .‘ 1[]‘\\; 4 *‘.g Y%
Relinquished By /Date / Time L1 | ReceivedBy Date / Time
Relinquished By Date/Time LD'JLD_J Received By Date / Time

Page Dofl]



|CLEARFORM /| SAVEFORM: | EMAIL -

Client ID # MICRO ANALYTICAL LABORATORIES, INC.

5800 Hollis St., Suite M, Emeryville, CA 94608
(510) 653-0824 - (510) 653-1361 - FAX

Name / Client / Address:
Chris Corpuz / Gary Bayne

. Asbestos
l.aCroix Davis L1.C Project (TEM)
3685 Mt. Diablo Blvd, Suite 210 DGS/SBE Asbestos  (J) 1f
Lafayette, Ca 94549 Asbestos Survey of the fist floor, -4
former location of Safeway Metals
’ {Specify)
Stores
Tel. (925)299-1140
Mold, Non-Viable
Fax (925)299-1185 Job No. 2372.03-572
Other
E-mail ccorpuz@lacroixdavis.com {Specify)

gbayne41@yahoo.com
Number of Samples

73

Turn-Around Time

Ft 4

Time Sampled

Micro ID # Date Start / Stop / Average Total Filter
(For Lab Use Only)  Client Sample ID# Description Sampled Total Minutes LPM Liters Pore Size
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2 Ay =7 T r
7N /22342 30| £as” of AatrpLe ﬁ/Z /T

! l Fax W E-mail To:

Instructions / Comments:

If "NO" three months (one week for liquid samples, Iab suspensions, and digestates).

>amp‘le Retgn YES E INO f ‘If "YES" is checkcd samples will be returned to the client or archived at Micro Analytical if required.

ﬁ solid samples may be digposed of w
el /f/é/ o
Sampler's Sig % / Name
/ﬁl g//‘ﬂ/

f any samples are not acceptable record reasons for rejection.

Note to Lal
/7/2‘/ W /4 éfl@ Drop Box / Couner i 2 7/ \f’\ T \b %
Relinquiishéd By ate / Time Received By " Date/ Time
Relinquished By Date/Time LD*‘LDJ Received By Date / Time
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RM. | SAVEFORM |

Client ID # MICRO ANALYTICAL LABORATORIES, INC.
Name / Client / Address: 5900 Hollis St., Suite M, Emeryville, CA 94608
) : {510) 653-0824 - (510) 653-1361 - FAX
Chris Corpuz / Gary Bayne Asbest
sbestos
LaCroix Davis L1.C Project (TEM)
3685 M. Diablo Bivd. Suite 210 DGS/SBE Asbestos ﬂ///
Lafayette, Ca 94549 Asbestos Surveyof the fistfloor,  -629Only
former location of Safeway Metals
’ (Specify)
Stores

Tel. (925)299-1140

Moid, Non-Viable

Fax (925)299-1185 Job No. 2372.03-572

Other
E-mail ccorpuz@lacroixdavis.com (Specify)
ghayne41@yahoo.com
Number of Samples Turn-Around Time
73 SO fre
Time Sampled
Micro ID # Date Start / Stop / Average Total Filter
(For Lab Use Only)  Client Sample ID# Description , Sampled Total Minutes LPM Liters Pore Size
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r——i Fax m E-mail To:

instructions / Comments:

sample Return: YES l INO E ]If "YES" is checked, samples will be returned to the client or archived at Micro Analytical if required.
M0 checked solid ples may be disposed of within three months (one week for liquid samples, Iab suspensions, and digestates).

aamp nature / Nam% Note to Lab:{If any samples are not acceptab]e record reasons for ection.
Z" 2 —/67/ e Drop Box / Courier i« . \t"\ \6,
4‘4 W ! . ‘ -

Relinquished &y ~ Dafe / Time Received By

Date / Time

Relinquished By Date/Time

t r_l ” D } Received By

Date / Time
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|CLEARFORM
Client ID #

Name / Client / Address:
Chris Corpuz / Gary Bayne

LaCroix Davis L1.C

| SAVEFORM

EMAL

MICRO ANALYTICAL LABORATORIES, INC.
5900 Hollis St., Suite M, Emeryville, CA 94608

3685 Mt. Diablo Bivd. Suite 210

Log in # M

Lafayette, Ca 94549

{510) 653-0824 - (510) 653-1361 - FAX
. Asbestos
Project (TEM)
DGS / SBE asvestos /I ]
Asbestos Survey of the fistfloor,  -6240W
farmer location of Safeway Metals
7 (Specify)

el. (925)299-1140

Stores

Fax (925)299-1185

Job No. 2372.03-572

E-mail ccorpuz@lacroixdavis.com

Mold, Non-Viable

Other
(Specify)

ghayne41@yahoo.com
Number of Samples Turn-Around Time
73 H o3
Time Sampled
Micro ID # Date Start / Stop / Average Total Filter
(For Lab Use Only)  Client Sample ID# Descnptl [y Sampled Total Minutes LPM Liters Pore Size
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Instructions / Comments:

r——’ Fax

! ﬂ E-mail To:

cked, solid samples may be disposed of within three months (one week for liquid samples, lab suspensions, and digestates).

>am?eturn YES E INO | lIf "YES" is checked, samples will be returned to the client or archived at Micro Analytical if required.
HNO‘

ure / Name

v

/Z

LY

Relmqmshe

27[ Z ,?// fﬁ Drop Box / Courier
LTI

te / Tlme

Re(}eived By

Note to Lab: IWS are not achtablc, record reasons for re)ectmn,

Date / Time

Relinquished By

Date/Time

L[:] l l ‘ Received By

Date / Time
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' CLEAR FORM'

Client ID # MICRO ANALYTICAL LABORATORIES, INC.

5900 Hollis St., Suite M, Emeryville, CA 94608
(510) 653-0824 - (510) 653-1361 - FAX

Name / Client / Address:
Chris Corpuz / Gary Bayne

. Asbestos
LaCroix Davis LL.C Project (TEM)
3685 Mt. Diablo Bivd, Suite 210 DGS / SBE Asbestos /JLM
Lafayefte, Ca 94649 Asbestos Survey of thefist floor, L6240
former location of Safeway Metals
i (Specify)

Stores
el. (925) 299-1140

Mold, Non-Viabie

Job No. 2372.03-572

Fax (925)299-1185
Other
E-mail ccorpuz@lacroixdavis.com (Specify)
gbayned1@yahoo.com
Number of Samples ‘ Turn-Around Time
73 TEA
M ID# D T:i;me /ngpl/ed A al Fil
i t y Tot: ilt
(Flocrriab Use Only)  Client Sample ID# Description Saxr?;t)?ed Togln Minﬁ?es ‘I/fi;wle\lllg‘3 Li?ers P:)rgrSize
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[ ] rax [ ] E-mailTo:

Instructions / Comments:

\If "YES" is che

sample Return: YES | NOJ .. ed, samples will be returned to the client or archived at Micro Analytical if required.
If "}nys checked,dolid samples may be disp /)ﬁ%d of'within three months (one week for liquid samples, fab suspensions, and digestates).
74/L v [ el &7
sampler's <ii natur:;}'](lame / Note to Lab:\If any samples are not accept le, record reasons for rejection.
O e 12 2 /7:59 oo\ \PBO 45X
Relmqmsff’“d B Date / Time ! l ! l | Récelved By Date / Time
Relinquished By Date/Time | [ | | [ [ | ReceivedBy Date / Time
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“CLEARFORM ' SAVEFORM
Client ID #

Name / Client / Address:
Chris Corpuz / Gary Bayne

MICRO ANALYTICAL LABORATORIES, INC.

5900 Hollis St., Suite M, Emeryville, CA 94608
{510) 653-0824 - (510) 653-1361 - FAX

|.aCroix Davis LL.C Project
3685 Mt. Diablo Bivd. Suite 210 DGS /SBE
Lafayette, Ca 94549 Asbestos Survey of the fistfloor,
former location of Safeway
Stores
Tel. (925)209-1140
Fax (925)299-1185 Job No. 2372.03-572

E-mail ccorpuz@lacroixdavis.com

gbayned1@yahoo.com

Asbestos
(TEM)

Asbestos )&Z //

Lead Only

Metals
{Specify)

Mold, Non-Viabie

Other
(Specify)

Number of Samples

Z7

Turn-Around Time

Time Sampled
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Instructions / Comments:

r_] Fax
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hecked. samples will be returned to the client or archived at Micro Analytical if required.
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sample Return: YES | |0 | fllf"Y%iﬁ

of within three months (one week for liquid samples, lab suspensions, and digestates).
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Note to Lab: If any samples are not acceptable, record reasons for rejection.
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Client ID # MICRO ANALYTICAL LABORATORIES, INC.

Name / Client / Address: 5900 Hollis St., Suite M, Emeryville, CA 94608
(510) 653-0824 - (510} 653-1361 - FAX

Chris Corpuz / Gary Bayne

i Asbestos
l.aCroix Davis LLG Project (TEM)
: Asbest
3685 Mt. Diablo Blvd. Suite 210 DGS /SBE sbestos_ /. ¢/
Lafayette, Ca 94549 Asbestos Surveyof the fist floor, -4 0l
former location of Safeway Metals
< (Specify)
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el. (925) 299-1140
Mold, Non-Viable
Fax (925)299-1185 Job No. 2372.03-572
: Other
E-mail ccorpuz@lacroixdavis.com {Specify)
gbayne41@yahoo.com
Number of Samples Turn-Around Time
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Time Sampled
Micro ID # Date Start / Stop / Average Total Filter
(For Lab Use Only)  Client Sample ID# Description |,/ Sampleg/ Total Minutes LPM Liters Pore Size
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Instructions / Comments: l l Fax | ﬂ E-mail To:

sample Return: YES . NO I lIf "YES" is checked, samples will be returned to the client or archived at Micro Analytical if required.
If "NE ﬁs ¢l

ed, solid sample/s%b sposed of within three months (one week for liquid sampies, Jab suspensions, and digestates).
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